oo

(14

3

o FTTorn [k
<

™

(/7]

<

“ This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is

MARK PART NO. AND
MFR'S IDENTIFICATION
PER AS478 CLASS C

RATIONALE

ADDED AH VALUE IN TABLE 1B PER AS1132 TABLE 22 AND OTHER EDITORIAL REVISIONS.

~=— C —=r— WRENCHING CONFIGURATION

PER AS870-XX FOR DISTANCE G N

R
/' @L X 90°-120° C
PRIOR TO FORMING
LOCKING FEATURE

THREAD WITHIN @D X 85°-95°

7,

FEDERAL SUPPLY CLASS
5310

L_I. OR R RELIEF TO

ADIUS OR
HAMFER

PER AS8879

FORM OUT OF ROUND IN THIS AREA TO
ACHIEVE SELF-LOCKING REQUIREMENT
(TOOLING MARKS PERMISSIBLE)

FIGURE 1 - NUT

For more information on this standard, visit
https://www.sae.org/standards/content/AS3485C/

—
N —
G
THREAD T .——I
N

28° MIN
F

| [ToLJ [K]
[7|TOL AH |
NO CONVEXITY

REVISED 2026-02

THIRD ANGLE PROJECTION

R 1
N —

ISSUED 1993-08 REAFFIRMED 2004-07

CUSTODIAN: E-25

PROCUREMENT SPECIFICATION: AS4393 /2/

INTERNATIONALs

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and suggestions.

entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE Executive Standards Committee Rules provide that:

AEROSPACE STANDARD

NUT, SELF-LOCKING, 12 POINT,
REDUCED HEIGHT, SILVER PLATE,
UNS S66286, CLASS 160 KSI/1200 °F

AS3485™ REV.
SHEET 1 OF 2 C

Documents

Copyright © 2026 SAE International

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system, transmitted, in any form or by any means, electronic, mQ:QQMm%B&)§/h@ rééalgnljl Ub
or otherwise, or used for text and data mining, Al training, or similar technologies, without the prior written permission of SAE.
Tel: 1-877-606-7323 (U.S. and Canada only) Tel: 1-724-776-4970 (outside U.S. and Canada)

TO PLACE A DOCUMENT ORDER:
Full document details: SAE AS3485C

Fax: 724-776-0790 Email: CustomerService@sae.org

SAE WEB ADDRESS: http://www.sae.org


http://www.avadocuments.com/doc/sae-as3485c
http://www.avadocuments.com/doc/sae-as3485c

TABLE 1A - PART NUMBERS, T THREAD, AND DIMENSIONS A - OE

PART T AS870 B C @D OE
NUMBER THREAD DASH NO. A MAX NOM MAX MIN
AS3485-09 .1900-32UNJF-3B 08 .235-.250 .340 .2500 .220 310
AS3485-10 .2500-28UNJF-3B 10 .307-.322 430 3125 .280 400
AS3485-11 .3125-24UNJF-3B 12 .345-.360 515 .3750 .345 485
AS3485-12 .3750-24UNJF-3B 14 443-.458 .589 4375 405 .558
TABLE 1B - DIVENSIONS F - AH AND APPROX MASS
APPROX
PART G H J AH MASS
NUMBER F MIN TOL TOL L TOL LB/100
AS3485-09 .035-.057 125 .006 .004 .190-.210 .0014 .20
AS3485-10 .045-.057 .185 .007 .005 .250-.270 .0014 .40
AS3485-11 .055-.068 195 .008 .005 .312-.332 .0016 .70
AS3485-12 .075-.100 .250 .009 .005 .375-.395 .0016 1.00

NOTES:

1.  MATERIAL: CORROSION- AND HEAT-RESISTANT ALLOY AMS5731 OR AMS5734 (COMPOSITION SIMILAR TO UNS S66286).

/2l PROCUREMENT SPECIFICATION: AS4393, EXCEPT AS FOLLOWS:

a. HEAT TREATMENT: AFTER FORMING, NUTS SHALL BE PRECIPITATION HEAT TREATED PER AMS2759/5 TO MEET HARDNESS

OF 37-45 HRC.

b. COMPLETELY RECRYSTALLIZED MICROSTRUCTURE IS NOT REQUIRED.

3. FINISH: SILVER PLATE PER AMS2411; SILVER PLATE ONLY ON THREADS WITH OPTIONAL COVERAGE ON COUNTERSINK.
DIMENSIONS APPLY AFTER PLATING.

4. BREAK SHARP EDGES .003 TO .015, UNLESS OTHERWISE SPECIFIED.

5. SURFACE TEXTURE: SYMBOLS PER ASME Y14.36M. REQUIREMENTS PER ASME B46.1. UNLESS OTHERWISE SPECIFIED,
SURFACES TO BE 125 MICROINCHES Ra, EXCEPT UPSET HEAD.

6. DIMENSIONING AND TOLERANCING: ANSI Y14.5M-1982.

7. ALL DIMENSIONS ARE IN INCHES, UNLESS OTHERWISE SPECIFIED.

8. DO NOT USE UNASSIGNED PART NUMBERS.

9. UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF THE APPLICABLE DRAWING
OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS DEPLETED.

10. REVISION INDICATOR: A CHANGE BAR (I) LOCATED IN THE LEFT MARGIN IS FOR THE CONVENIENCE OF THE USER IN
LOCATING AREAS WHERE TECHNICAL REVISIONS, NOT EDITORIAL CHANGES, HAVE BEEN MADE TO THE PREVIOUS ISSUE OF
THIS DOCUMENT. AN (R) SYMBOL TO THE LEFT OF THE DOCUMENT TITLE INDICATES A COMPLETE REVISION OF THE
DOCUMENT, INCLUDING TECHNICAL REVISIONS. CHANGE BARS AND (R) ARE NOT USED IN ORIGINAL PUBLICATIONS, NOR IN
DOCUMENTS THAT CONTAIN EDITORIAL CHANGES ONLY.

AS AND AMS ARE SAE INTERNATIONAL PUBLICATIONS.
ASME IS AN AMERICAN SOCIETY OF MECHANICAL ENGINEERS PUBLICATION.
ASTM IS AN ASTM INTERNATIONAL PUBLICATION.
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