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RATIONALE

THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS NOT
DYNAMIC IN NATURE.

STABILIZED NOTICE

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY SAE E-25 GENERAL STANDARDS FOR AEROSPACE AND
PROPULSION SYSTEMS COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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CABLE END FITTING CRIMPED ONTO
CABLE TO WITHSTAND PULL-OFF LOAD IN

TABLE 1B /4/
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FIGURE 1 - SAFETY CABLE-END FITTING AND CABLE
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FIGURE 2 - FERRULE
TABLE 1A - DIMENSIONS A-D
aA B c
PART 15/ MAX MAX @D
NUMBER INCH (mm) INCH (mm) INCH (mm) INCH (mm)
AS3509-01XXX .022-.026 (0.56-0.66) 135 (3.43) 085 (2.16) .029-.032 (0.74-0.81)
AS3509-02XXX .032-.038 (0.81-0.97) 135 (3.43) 125 (3.18) .043-.049 (1.09-1.24)
AS3509-03XXX .040-.046 (1.02-1.17) 135 (3.43) 125 (3.18) .051-.057 (1.30-1.45)
AS3509-04 XXX .062-.072 (1.57-1.83) .190 (4.83) .155 (3.94) .077-.083 (1.96-2.11)
TABLE 1B - DIMENSIONS E-F
MINIMUM
PULL-OFF LOAD
PART @E F CABLE POUND (NEWTON)
NUMBER INCH (mm) INCH (mm) TYPE SEE NOTE /10/
AS3509-01 XXX .089-.091 (2.26-2.31) .087-.095 (2.21-2.41) STRAND 1X7 30 (133.4)
AS3509-02XXX .104-.106 (2.64-2.69) .156-.164 (3.96-4.17) CABLE 3X7 70(311.4)
AS3509-03XXX .104-.106 (2.64-2.69) .156-.164 (3.96-4.17) CABLE 7X7 110 (489.3)
AS3509-04XXX .149-.151 (3.78-3.84) .245-.255 (6.22-6.48) CABLE 7X19 280 (1245.5)
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