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RATIONALE

THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS NOT
DYNAMIC IN NATURE.

STABILIZED NOTICE

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE E-25 GENERAL STANDARDS FOR AEROSPACE
AND PROPULSION SYSTEMS COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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FIGURE 1

TABLE 1 - DIMENSIONS

SECTION A - A

NOMINAL D B
PART NUMBER DIAMETER FREE STATE MAX
AS3577-01XX .0625 .067 - .072 .059
AS3577-02XX .0781 .083 - .088 .075
AS3577-03XX .0938 .099 - .105 .091
AS3577-04XX .1250 .131-.138 Jd21

TABLE 2 - DASH NUMBER AND LENGTH DIMENSIONS

DASH NUMBER DASHNUMBER DASHNUMBER DASH NUMBER

L NOMINAL NOMINAL NOMINAL NOMINAL
LENGTH NOMINAL DIAMETER DIAMETER DIAMETER DIAMETER

+.010 LENGTH .0625 .0781 .0938 1250

.188 .1875 0103

.250 .2500 0104

313 3125 0105 0205 0305

375 3750 0106 0206 0306 0406

438 4375 0107 0207 0307 0407

.500 .5000 0108 0208 0308 0408

563 .5625 0109 0209 0309 0409

.625 .6250 0110 0210 0310 0410

.750 .7500 0112 0212 0312 0412

.875 .8750 0214 0314 0414
1.000 1.0000 0316 0416
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