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For more information on this standard, visit 
https://www.sae.org/standards/content/AS3602A/ 
 

RATIONALE 

 

UPDATE THREAD SPECIFICATION TO AS8879, ADD AS478 MARKING METHOD, FIGURE 1 REDRAWN AND 
REFERENCES UPDATED. 

 

AS3602A HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY. 

  

 

 
FIGURE 1 - NUT ELEMENT 

 
 

TABLE 1A - PART NUMBERS AND DIMENSIONS T, A, B, C, D, E, AND F 
 

PART 
NUMBER 

T 
THREAD A 

B 
MAX C (ØD) E 

ØF 
MIN 

AS3602-01 .1900-32 UNJF-3B .515-.535 .350 .100-.120 .250 .032-.042 .194 
AS3602-02 .2500-28 UNJF-3B .610-.630 .435 .115-.135 .325 .040-.050 .254 

 
TABLE 1B - DIMENSIONS H, J, K, N, AND AXIAL STRENGTH 

 

PART 
NUMBER 

H 
MAX J 

K 
MIN 

N 
MAX

AXIAL STRENGTH 
LB/MIN 

AS3602-01 .182 .285-.305 .018 .040 2460 
AS3602-02 .240 .357-.377 .020 .040 4580 
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NOTES: 
 
1. MATERIAL: CORROSION AND HEAT RESISTANT ALLOY, AMS5525 (UNS S66286). HEAT TREAT PER NOTE 2. 
 
2. HEAT TREATMENT:  1325 °F ± 15 °F FOR 16 HOURS. AIR COOL. 
 
3. FINISH:  SILVER PLATE PER AMS2410 OR AMS2411 ON THREADS ONLY. NUTS SHALL SHOW COMPLETE COVERAGE ON THE 

THREAD AND PLATING THICKNESS NOT LESS THAN .0002 INCH WHEN MEASURED AT THE THREAD PITCH DIAMETER. 
 
4. PROCUREMENT SPECIFICATION: AS7251 EXCEPT CONDITIONING TEMPERATURE SHALL BE 450 °F ± 15 °F. 
 
5. SURFACE TEXTURE:  SYMBOLS PER ASME Y14.36M. REQUIREMENTS PER ASME B46.1. UNLESS OTHERWISE SPECIFIED, 

SURFACES TO BE 125 MICROINCHES Ra. 
 
6. THE NUT ELEMENT SHALL BE CAPABLE OF BEING SNAPPED INTO AND REMOVED FROM AS3601 NUT ASSEMBLY WITH THE 

MANUFACTURER’S RECOMMENDED TOOLING. 
 
7. REMOVE BURRS AND SHARP EDGES. 
 
8. DIMENSIONING AND TOLERANCING:  ASME Y14.5M-1994. 
 
9. DIMENSIONS ARE IN INCHES. 
 
10. DO NOT USE UNASSIGNED PART NUMBERS. 
 
11. A CHANGE BAR (l) LOCATED IN THE LEFT MARGIN IS FOR THE CONVENIENCE OF THE USER IN LOCATING AREAS WHERE 

TECHNICAL REVISIONS, NOT EDITORIAL CHANGES, HAVE BEEN MADE TO THE PREVIOUS ISSUE OF THIS DOCUMENT. AN (R) 
SYMBOL TO THE LEFT OF THE DOCUMENT TITLE INDICATES A COMPLETE REVISION OF THE DOCUMENT, INCLUDING 
TECHNICAL REVISIONS. CHANGE BARS AND (R) ARE NOT USED IN ORIGINAL PUBLICATIONS, NOR IN DOCUMENTS THAT 
CONTAIN EDITORIAL CHANGES ONLY. 

 
AS AND AMS ARE SAE INTERNATIONAL PUBLICATIONS. 
ASME IS AN AMERICAN SOCIETY OF MECHANICAL ENGINEERS PUBLICATION. 
ASTM IS AN ASTM INTERNATIONAL PUBLICATION. 
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