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TABLE 1 - DIMENSIONS

PART B E
NUMBER A +.030 Cc D DEGREES
AS38386/2-01 8.000 8.920 8.125 9.906 90
AS38386/2-02 16.000 16.920 16.125 17.906 120
AS38386/2-03 12.000 12.920 12.125 13.906 120

NOTES:
1. MATERIAL:
a. BODY: .059 THICK, COLD ROLLED, COMMERCIAL QUALITY, CARBON STEEL AS SPECIFIED IN ASTM A 366.

b.  FLANGE: .125 THICK, HOT ROLLED, PICKLED AND OILED, COMMERCIAL QUALITY CARBON STEEL AS
SPECIFIED IN ASTM A 569.

2. FINISH: CADMIUM PLATE PER QQ-P-416, TYPE I, CLASS 1. PLATE FLANGE AND OD OF BODY MINIMUM
a. OPTIONAL: ZINC PLATE PER ASTM B 633 SC3 TYPE Il
3. WELDING AND WELDER QUALIFICATION PER ANSI/AWSA D1.1. WELD SYMBOLS PER ANSI/AWSA 2.4. BUTT
WELD DUCT JOINT - LOCATION OPTIONAL.
SURFACE TEXTURE: MACHINE EDGES 250 pin Ra PER ASME B46.1.
REMOVE ALL BURRS AND BREAK SHARP EDGES.
DIMENSIONS AND TOLERANCING: ASME Y14.5M-1994.
DIMENSIONS ARE IN INCHES AND DEGREES TO MATCH THE ORIGINAL U.S. AIR FORCE DRAWING.

TOLERANCES: TWO PLACE DECIMALS, .XX = +.03 INCHES, THREE PLACE DECIMALS, .XXX = +.015 INCHES,
ANGLES +1° UNLESS OTHERWISE SPECIFIED.

9. RATIONAL: THIS DRAWING IS A DUPLICATE OF U.S. AIR FORCE DRAWING 64C1005 REVISION L DATED 20 JUNE
1983, PLUS THE VALUE ENGINEERING CHANGE PROPOSALS NO. CO701-0001, -0002 AND -0003 APPROVED 09
APRIL 1987.

10. THE CHANGE BAR (1) LOCATED IN THE LEFT MARGIN IS FOR THE CONVENIENCE OF THE USER IN LOCATING
AREAS WHERE TECHNICAL REVISIONS, NOT EDITORIAL CHANGES, HAVE BEEN MADE TO THE PREVIOUS ISSUE
OF THIS DOCUMENT. AN (R) SYMBOL TO THE LEFT OF THE DOCUMENT TITLE INDICATES A COMPLETE
REVISION OF THE DOCUMENT.

@ N o o A

SAE /\ rospace AEROSPACE STANDARD SAEAS38386/2 | REV.
/- & CONNECTOR, AIR DUCT HOSE, e
An SAE International Group GROUND COOLING, FEMALE SHEET @Bcunneﬁts

Document Sharing Hub

Full document details: SAE AS38386_2A


http://avadocuments2026.com/doc/sae-as38386-2a
http://avadocuments2026.com/doc/sae-as38386-2a

