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For more information on this standard, visit 
https://www.sae.org/standards/content/AS39029/107C 
 

  

  
 

RATIONALE 
 
REVISION IS REQUIRED TO INCLUDE THE ADDITIONAL ELECTRICAL AND QUALIFICATION REQUIREMENTS TO 
ALIGN THIS DETAIL SHEET WITH THE APPLICABLE MIL-DTL-38999 SERIES III CONNECTOR REQUIREMENTS, TO 
REPLACE THE BIN 624 COMMERCIAL TOOL PART NUMBERS WITH THE AS22520/45-01 PART NUMBER AND TO 
INCORPORATE THE AS39029 BASE SPEC DETAIL SHEET EXCEPTIONS. 

NOTICE 
 
THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS 
DOCUMENT AND THE LATEST ISSUE OF AS39029. 
 

 
 

 
      

FIGURE 1 - AS39029/107 PIN CONTACT CONFIGURATIONS 

Full document details: SAE AS39029_107C

https://www.sae.org/standards/content/PRODCODE/
http://avadocuments2026.com/doc/sae-as39029-107c
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FIGURE 1 - AS39029/107 PIN CONTACT CONFIGURATIONS (CONTINUED) 

TABLE 1 – FIGURE 1 METRIC EQUIVALENTS 

INCHES MILLIMETERS INCHES MILLIMETERS INCHES MILLIMETERS INCHES MILLIMETERS 

.001 0.03 .006 0.15 .036 0.91 .129 3.28 

.002 0.05 .010 0.25 .040 1.02 .180 4.57 

.003 0.08 .029 0.74 .041 1.04 .295 7.49 

.004 0.10 .030 0.76 .116 2.95 .300 7.62 

.005 0.13 .033 0.84 .122 3.10   
 

TABLE 2 – FIGURE 1 DIMENSIONS 

BIN 
CODE 

A 
RADIUS B DIA. C DIA. D DIA. E DIA. F DIA. G DIA. H 1/ 

K 
MIN. M S 

T 
REF. 

620 

.020 
(0.508) 

.010 
(0.254) 

.0305 
(0.775) 
.0295 

(0.749) 

.062 
(1.57) 
.060 

(1.52) 

.022 
(0.559) 

.018 
(0.457) 

.0355 
(0.902) 
.0335 

(0.851) 

.011 
(0.279) 
MAX 

.048 
(1.22) 
.046 

(1.17) 

.005 
(0.127) 

.003 
(0.076) 

.141 
(3.58) 

-- 
-- 

.237 
(6.02) 
.231 

(5.87) 
 
 
 

.531 
(13.49) 

 
 

621 

.025 
(0.635) 

.015 
(0.381) 

.041 
(1.04) 
.039 

(0.991) 

.094 
(2.39) 
.091 

(2.31) 

.032 
(0.813) 

.026 
(0.660) 

.048 
(1.22) 
.046 

(1.17) 

.015 
(0.381) 
MAX 

.070 
(1.78) 
.068 

(1.73) 

.010 
(0.254) 

.005 
(0.127) 

 

.209 
(5.31) 

 
 

.078 
(1.98) 
.072 

(1.83) 

622 

.025 
(0.635) 

.020 
(0.508) 

.0635 
(1.61) 
.0615 
(1.56) 

.130 
(3.30) 
.127 

(3.23) 

.042 
(1.07) 
.036 

(0.914) 
 

.068 
(1.73) 
.066 

(1.68) 

.030 
(0.762) 

.011 
(0.279) 

.103 
(2.62) 
.101 

(2.57) 

.088 
(2.24) 
.082 

(2.08) 
 623 

.095 
(2.43) 
.093 

(2.36) 

.182 
(4.62) 
.179 

(4.55) 

.102 
(2.59) 
.098 

(2.49) 

.062 
(1.57) 
.043 

(1.09) 

.151 
(3.84) 
.148 

(3.76) 

.016 
(0.406) 

.005 
(0.127) 

 624 

.126 
(3.20) 
.124 

(3.15) 

.242 
(6.15) 
.238 

(6.05) 

.052 
(1.32) 
.040 

(1.02) 

.140 
(3.56) 
.134 

(3.40) 

.094 
(2.39) 
.074 

(1.88) 

.213 
(5.41) 
.207 

(5.26)  

.355 
(9.02) 

.115 
(2.92) 
.108 

(2.74) 

.405 
(10.29) 

.395 
(10.03) 

.695 
(17.65) 

1/ FULL RADIUS PERMISSIBLE. 
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