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This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and suggestions.

5

3

£

k]

=2

5

2

2

8

o

3

2

2

3

o

®

£

2

2

©

5

£ SEE NOTE | ’ -.000

5

£ R.023*-000

£ -.005

g S, oo @ .055 MIN.

5 45 +2

Q o o

= 60°+3

© ,005/.002 FLAT —

(o]

£ R.0I2

=)

B DETAIL A — ©

—— 1 [Q)_os&_ooz 2

5 INSULATOR OPENING §

3 —=t=— 030 [&[FB.020[ M@ X] a

£ .000 I

é INSULATOR RECESS g
:E DETAIL B o
£s «
O >
2E FIGURE 1 - CONCENTRIC TWINAX FINAL ASSEMBLY S
8= (SEE REQUIREMENT 2) 5
g2 S
ST g
X s 1)
) THIRD ANGLE PROJECTION 8
£3
E 8 For more information on this standard, visit | @
3& https://www.sae.org/standards/content/AS39029/114C/ m /‘
2 © ' = - - -
TE
& NS =—
S ®
% = CUSTODIAN: AE-8C1 PROCUREMENT SPECIFICATION: AS39029
08
EE AEROSPACE STANDARD
3 % (R) CONTACT, ELECTRICAL CONNECTOR, AS39029™/114 REV.
w £ i CONCENTRIC TWINAX, SOCKET, SIZE 8, SHEET 1 OF 7 Cc
B o MIL-DTL-38999 SERIES |, lll, AND IV DOCU ments

Copyright © 2021 SAE International .
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any riieans, electi Vnic,Bﬁﬁum@mbﬁhm’,l ng Hub
recording, or otherwise, without the prior written permission of SAE.
TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada) Tel: +1 724-776-4970 (outside USA)
Fax: 724-776-0790 Email: CustomerService@sae.org SAE WEB ADDRESS: http://www.sae.org

Full document details: SAE AS39029_114C


http://avadocuments2026.com/doc/sae-as39029-114c
http://avadocuments2026.com/doc/sae-as39029-114c

FIGURE 1 NOTES:

1. WHEN THE HEAT SHRINK BOOT IS USED THE DIAMETER SHALL NOT EXCEED .276 INCH (7.01 MM) OVER THE INSTALLED

AND RECOVERED HEAT SHRINK BOOT (SEE DRAWING, FIGURE 4).

2. DIMENSIONS SHOWN AFTER PLATING.

3.  POINT AT WHICH SQUARE ENDED PIN OF THE SAME BASIC DIAMETER AS THE MATING CONTACT FIRST ENGAGES THE INNER
AND OUTER SOCKET CONTACT SPRINGS (SEE REQUIREMENT 5). PROVISIONS FOR CLEARANCE HOLE SHALL BE PROVIDED

FOR THE OUTER CONTACT TEST PIN (SEE DRAWING AND FIGURE 6).

4. MEASUREMENT SHALL BE TAKEN AFTER ASSEMBLY BUT BEFORE INSTALLATION OF THE HEAT SHRINK BOOT. MEASUREMENT

SHALL INCLUDE CRIMP FERRULE (SEE DRAWING).

5. THE MINIMUM HARDNESS OF THE INSULATOR BETWEEN THE CENTER CONTACT AND THE INTERMEDIATE CONTACT SHALL
BE ROCKWELL HARDNESS M90 WHEN TESTED PER ASTM D 785. FOR QUALIFICATION, CERTIFICATION IS REQUIRED (SEE

REQUIREMENT 2).
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SECTION D-D
FIGURE 2 - BIN CODE 628: UNASSEMBLED CONCENTRIC TWINAX INTERMEDIATE CONTACT PIECE PART
(SEE REQUIREMENT 1)
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FIGURE 3 - BIN CODE 628: UNASSEMBLED CONCENTRIC TWINAX CENTER CONTACT PIECE PART-CRIMP AREA DETAILS
(SEE REQUIREMENT 1)
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FIGURE 4 - HEAT SHRINK BOOT

FIGURE 4 NOTES:

1. ONE HEAT SHRINK BOOT SHALL BE PROVIDED WITH EACH ASSEMBLY (FIGURE 1). REPLACEMENT HEAT SHRINK BOOTS MAY
BE ORDERED USING PART NUMBER M39029/114-BT1.

2. THERE IS NO QPL FOR THE HEAT SHRINK BOOT. THE HEAT SHRINK BOOT IS ONLY AVAILABLE FROM QUALIFIED CONTACT
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