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RATIONALE

AS39029/27C IS BEING STABILIZED BECAUSE THE PROCESSES/PRODUCT IS CONSIDERED MATURE AND THE
COMMITTEE DOES NOT ANTICIPATE FUTURE TECHNICAL CHANGES. STABILIZATION DOES NOT IMPLY THE
PROCESS OR PRODUCT IS UNACCEPTABLE FOR APPLICATIONS FOR WHICH IT IS DESIGNED. ANY TECHNICAL
CHANGES NOTED BY A SUPPLIER OR USER WHICH RESULTS IN A PRODUCT OR REQUIREMENT CHANGE WILL
BE ADDRESSED BY A NEW REVISION. QUALIFIED SUPPLIERS ARE STILL MAINTAINED.

STABILIZED NOTICE

AS39029™/27

THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY SAE AE-8C1 CONNECTORS COMMITTEE AND WILL NO
LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING
REFERENCES AND CONTINUED SUITABILITY OF TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.

STABILIZED 2026-03

This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is

entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”
REVISESD 2016-04 REAFFIRMED 2020-12

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and suggestions.
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NOTICE

THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS
DOCUMENT AND THE LATEST ISSUE OF AS39029.

REAR INSULATOR

(DESIGN OPTIONAL_)\
SHIELD CRIMP SLEEVE

OUTER CONTACT BARREL—\

(DESIGN OPTIONAL)

s BEO WA i g
| ¢— .289/.279 —m

F = SHOULDER
G = DIA. MAX. AFTER CRIMP
E = DIA. BEFORE SHOULDER
Z = DIA. BARREL (OUTER)

D = DIA. BARREL (INNER)
J DIA.

.020/.013 DIAT™""
THROUGH ONE WALL ONLY
(RADIAL LOCATION OPTIONAL)

g—— X A Dli\._
.033/.029 _ |%—-248 MIN. AR
e J-' 166 /‘» o>
Jo8 MIN. DEPTH u
' XN S L AA=
h-‘r.‘ 2
, 777, A
__C DIA.
INNER PIN CONTACT
e OUTER CONTACT MATES
"""""" WITH .095/.093 DIA. PIN
(SPRING DESIGN OPTIONAL)
H DIA.
— BIN COLOR BANDS
SHIELD CRIMP SLEEVE
=t
SPHERICAL RADIUS

L DIA.

=M DIA.

= R i

45° +/- 2°
pte S

S T -

INNER PIN CONTACT

FIGURE 1 -

SOCKET CONTACTS

AEROSPACE STANDARD

INTERNATIONAL=

CONTACTS, ELECTRICAL CONNECTOR,
SOCKET, CRIMP REMOVABLE, SHIELDED, SIZE 12
(FOR MIL-DTL-38999 SERIES || CONNECTORS)

Full document details: SAE AS39029_27C

AS39029™/27 REV.

| SHEETYSéuments

Document Sharing Hub


http://www.avadocuments.com/doc/sae-as39029-27c
http://www.avadocuments.com/doc/sae-as39029-27c

TABLE 1 - FIGURE 1 METRIC EQUIVALENTS

INCHES |MILLIMETERS| INCHES | MILLIMETERS | INCHES |MILLIMETERS| INCHES | MILLIMETERS
.002 0.05 .029 0.74 .095 2.41 289 7.34
.003 0.08 033 0.84 .166 4.22 -560 14.22
013 0.33 .063 1.60 248 6.30
.020 0.51 .093 2.36 279 7.09

TABLE 2A - DIMENSIONS

BIN ADIA DDIA GDA | HDIA | JDA LDIA
CODE| MAX B DIA CDIA MIN EDA | FDIA MAX MIN | MAX K MIN
210 .090 127
(2.29) (3.23) .0225
102 (57)
108
2.74) 144
403 (3.66) .169
(4.29) .0355
404 100 (2.54) | 123 (3.12) | .090 |.151 (3.84)|.182 (4.62) 125 | (90)
161 100 (2. : : ' : 84)|.182(4.62)| 156 (3 96)| 127 (3.18)
(199) 097(2.46) | 118 (3.00) | (2.29) |.148 (3.76)|.179 (4.55) (3.23) 115 [ 0225
405 (2.92) | (57)
206 117 156 | 174 0270
(2.97) 3.96) | (4.42) (.686)
207 090 144 | 169 0225
(2.29) (3.66) | (4.29) (57)
105 108 156 | 174 0355
2.74) 3.96) | (4.42) (.90)

TABLE 2B - DIMENSIONS (CONTINUED)

BIN | MDA N ZDiA
CODE|  MAX MIN P R s T | UREF. | VDA | WDIA X MAX
210 1110 (2.79)
402
127 (3.23)
403
104 103 | 146 | 039 | 222 0205 | 035 | 276
052 112 | @62 | 371 | (99) | (564) | 3635 | (52) | (89) | (7.01) | .110(279)
(132) | (284) | 096 | 140 | 038 | 219 | (923 | 0195 | .033 | .266
405 @a4) | 356) | (84) | (556) (50) | (84 | (676)
406 136 (3.45)
407 110 (2.79)
408 127 (3.23)
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