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THIRD ANGLE PROJECTION 

CUSTODIAN: AE-8/AE-8C1 
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PROCUREMENT SPECIFICATION: AS39029 

S
A

E
 E

xe
cu

tiv
e 

S
ta

nd
ar

ds
 C

om
m

itt
ee

 R
ul

es
 p

ro
vi

de
 th

at
: “

T
hi

s 
re

po
rt

 is
 p

ub
lis

he
d 

by
 S

A
E

 to
 a

dv
an

ce
 th

e 
st

at
e 

of
 t

ec
hn

ic
al

 a
nd

 e
ng

in
ee

rin
g 

sc
ie

nc
es

. 
T

he
 u

se
 o

f t
hi

s 
re

po
rt

 is
 

en
tir

el
y 

vo
lu

nt
ar

y,
 a

nd
 it

s 
ap

pl
ic

ab
ili

ty
 a

nd
 s

ui
ta

bi
lit

y 
fo

r 
an

y 
pa

rt
ic

ul
ar

 u
se

, 
in

cl
ud

in
g 

an
y 

pa
te

nt
 in

fr
in

ge
m

en
t a

ris
in

g 
th

er
ef

ro
m

, 
is

 t
he

 s
ol

e 
re

sp
on

si
bi

lit
y 

of
 th

e 
us

er
.”

 
 S

A
E

 r
ev

ie
w

s 
ea

ch
 t

ec
hn

ic
al

 r
ep

or
t a

t 
le

as
t 

ev
er

y 
fiv

e 
ye

ar
s 

at
 w

hi
ch

 ti
m

e 
it 

m
ay

 b
e 

re
vi

se
d,

 r
ea

ffi
rm

ed
, s

ta
bi

liz
ed

, 
or

 c
an

ce
lle

d.
 S

A
E

 in
vi

te
s 

yo
ur

 w
rit

te
n 

co
m

m
en

ts
 a

nd
 s

ug
ge

st
io

ns
. 

For more information on this standard, visit 
https://www.sae.org/standards/content/AS39029/31D/ 

 
 

RATIONALE 
 
A LIMITED SCOPE REVISION IS REQUIRED TO UPDATE THE CONTACT TYPE DESIGNATIONS IN TABLE 3 AND TO 
ADD THE APPROPRIATE FOOTNOTES TO THE TABLE. 
 

NOTICE 
 
THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS 
DOCUMENT AND THE LATEST ISSUE OF AS39029. 

 

PIN INTERFACE DESIGN FOR ALL BIN CODES EXCEPT BIN CODE 627 
WIRE BARREL DESIGN FOR BIN CODES 228 THROUGH 239 (SIZES 16 AND 12 CONTACTS) 

FIGURE 1 - AS39029/31 PIN CONTACT 

Full document details: SAE AS39029_31D

http://www.avadocuments.com/doc/sae-as39029-31d
http://www.avadocuments.com/doc/sae-as39029-31d
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WIRE BARREL DESIGN 223 THROUGH 227 (SIZE 20 CONTACTS) 

 

 

FIGURE 1 - AS39029/31 PIN CONTACT (CONTINUED) 
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