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THIRD ANGLE PROJECTION 
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For more information on this standard, visit 
https://www.sae.org/standards/content/AS39029/87B/ 
 

 

RATIONALE 

LIMITED SCOPE REVISION REQUIRED TO DEFINE WHAT CONDUCTOR TO USE FOR QUALIFICATION, UPDATE 
TOOL TABLE, AND PERFORM MINOR EDITING AS NEEDED. 

 
NOTICE 

THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS 
DOCUMENT AND THE LATEST ISSUE OF AS39029. 

 

FIGURE 1 - PIN CONTACTS 
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TABLE 1 - CONTACT DIMENSIONS 

BIN 
CODE 

A 
RADIUS 

B 
DIA 

C 
DIA 

D 
DIA 

E 
DIA 

F 
DIA 

G 
DIA H K M 

470 THRU 
473 

.020 
(0.51) 
.010 

(0.25) 

.0305 
(0.77) 
.0295 
(0.75) 

.062 
(1.57) 
.060 

(1.52) 

.022 
(0.56) 
.018 

(0.46) 

.0355 
(0.90) 
.0335 
(0.85) 

.011 
(0.28) 
MAX 

.048 
(1.22) 
.046 

(1.17) 

.005 
(0.13) 
.003 

(0.08) 

.157 
(3.99) 
.141 

(3.58) 

N/A 

474 THRU 
477 

.020 
(0.51) 
.015 

(0.38) 

.041 
(1.04) 
.039 

(0.99) 

.094 
(2.39) 
.091 

(2.31) 

.032 
(0.81) 
.026 

(0.66) 

.048 
(1.22) 
.046 

(1.17) 

.015 
(0.38) 
MAX 

.070 
(1.78) 
.068 

(1.73) 
.010 

(0.25) 
.005 

(0.13) 

.229 
(5.82) 
.209 

(5.31) 

.078 
(1.98) 
.072 

(1.83) 

478 THRU 
481 

.025 
(0.64) 
.020 

(0.51) 

.0635 
(1.61) 
.0615 
(1.56) 

.130 
(3.30) 
.127 

(3.23) 

.042 
(1.07) 
.036 

(0.91) 

.068 
(1.73) 
.066 

(1.68) 

.030 
(0.76) 
.011 

(0.28) 

.103 
(2.62) 
.101 

(2.57) 

.088 
(2.24) 
.082 

(2.08) 

TABLE 2 - MARKING AND DESIGN CHARACTERISTICS 

BIN 
CODE 

COLOR BANDS 
MATING END 

SIZE 
WIRE BARRELL 

SIZE TYPE CLASS 1ST 2ND 3RD 

470 YELLOW VIOLET BLACK 22 22D 

C B 

471 YELLOW VIOLET BROWN 22 22D 

472 YELLOW VIOLET RED 22 22D 

473 YELLOW VIOLET ORANGE 22 22D 

474 YELLOW VOILET YELLOW 20 20 

475 YELLOW VIOLET GREEN 20 20 

476 YELLOW VIOLET BLUE 20 20 

477 YELLOW VIOLET VIOLET 20 20 

478 YELLOW VIOLET GRAY 16 16 

479 YELLOW VIOLET WHITE 16 16 

480 YELLOW GRAY BLACK 16 16 

481 YELLOW GRAY BROWN 16 16 
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