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1. PURPOSE:
To specify minimum requirements for gyroscopically stabilized Magnetic Direction Instruments for use
in aircraft, the operation of which may subject the instruments to the environmental conditions
specified in Paragraph 3.3.

2. SCOPE:

This Aeronautical Standard covers minimum requirements for gyroscopically stabilized Magnetic
Direction Instruments for use in aircraft.

3. GENERAL REQUIREMENTS:
3.1 Material and Workmanship:

3.1.1 Materials: Materials shall be of a quality which experience and/or tests have demonstrated to be
suitable and dependable for use in aircraft instruments.

3.1.2 Workmanship: Workmanship shall be consistent with high-grade aircraft instrument
manufacturing practice.
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3.2 ldentification:

The following information shall be legibly and permanently marked on the instrument or attached
thereto:

Name of Instrument

Aeronautical Standard AS399A

Manufacturer's part number

Manufacturer's serial number or date of manufacture
Manufacturer's name and/or trade-mark

Rating, if applicable (Electrical, Vacuum, etc.)

"m0 oo0UTD

3.3 Environmental Conditions:

The following conditions have been established as design requirements only. Tests shall be
conducted as specified in Sections 5, 6 and 7.

3.3.1 Temperature: When installed in accordance with the instrument manufacturer’s instructions the
instrument shall function over the range of ambient temperatures shown in Column A below and
shall not be adversely affected by exposure to the range of temperatures shown in Column B
below:

Instrument L ocation A B
Heated Areas (Temperature Controlled) 30t050C -651t070C
Unheated Areas (Temperature Uncontrolled) -55t070C -65t070C

3.3.2 Humidity: The instrument shall function and shall not be adversely affected when exposed to any
relative humidity in the range from 0 to 95% at a temperature of approximately 32 C.

3.3.3 Vibration: When installed in accordance with the instrument manufacturer's instructions, the
instruments shall function and shall not be adversely affected when subjected to vibrations of the
following characteristics:

Instrument Location Cycles Max. Double Max.
in Airframe Per Sec. Amplitude {Inches} Acceleration
Power Plant Mounted 5-150 0.100 20q
Wings and Empennage  5-500 0.036 109
Fuselage 5-500 0.036 5q
Panel or Rack {with 5-50 0.020 1.59g
Shockmounts)
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