FEDERAL SUPPLY CLASS
4720
RATIONALE
AS4006 HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY.
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TABLE 1 - BASIC HOSE DIMENSIONS

HOSE HOSE THREAD T B c D
ASSEMBLY SIZE PER MIL-S5-8879 10 A MIN HEX MAX
SI1ZE CODE REF (REF) MIN MAX /12/ REF /13/
AS4006-04 .250 .4375-24UNJS-38 .173 1.1 .132 .56 .55
AS4006-06 .375 .5625-20UNJS-3B .298 1.32 .256 .69 .69
AS4006-08 .500 .7188-20UNJS-3B .391 1.45 .340 .88 .83
AS4006-10 .625 .8438-18UNJS-38B .485 1.60 .430 1.00 .97
AS4006-12 .750 1.0000-16UNJ -3B .615 1.80 .548 1.12 1.17
AS4006-16 1.000 1.2500-14UNJS-3B .851 2.12 .778 1.38 1.38
AS4006-20 1.250 1.5781-14UNJS-38 1.101 2.30 1.000 1.63 1.72
AS4006-24 1.500 1.8438-14UNJS-3B 1.344 2.50 1.250 2.00 2.08

TABLE 2 - LENGTH TOLERANCE

HOSE ASSEMBLY LENGTHS AVAILABLE INCREMENTS TOLERANCE
UNDER 18 in (NOT LESS THAN)} .125 in {PLUS OR MINUS) .125
18 TO 36 in {NOT LESS THAN) .250 in (PLUS OR MINUS) .250
36 TO 50 in (NOT LESS THAN) .500 in (PLUS OR MINUS) .500
OVER 50 in (NOT LESS THAN) 1.00 in (PLUS OR MINUS) 1%
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