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1. PURPOSE:
This standard establishes the essential minimum safe performance requirements for flight director
instruments, primarily for use with turbine-powered subsonic transport aircraft, the operation of which
may subject the instruments to the environmental conditions specified in paragraph 3.3.

2. SCOPE:

This standard covers flight directors for use on aircraft to indicate to the pilot, by visual means, the
correct control application for the operation of an aircraft in accordance with a preselected flight plan.

3. GENERAL REQUIREMENTS:
3.1 Material and Workmanship:

3.1.1 Materials: Materials shall be of a quality which experience and/or tests have demonstrated to be
suitable and dependable for use in aircraft instruments.

3.1.2 Workmanship: Workmanship shall be consistent with high-grade aircraft instrument
manufacturing practice.
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3.2 ldentification:

The following information shall be legibly and permanently marked on the instrument or nameplate
attached thereto:

Name of instrument

SAE AS 4086

Manufacturer's part number

Manufacturer’'s serial number or date of manufacture
Manufacturer's name and/or trademark

Range (if applicable)

Rating (electrical, vacuum, etc.) (if applicable)
Explosion category (if applicable)

Semp a0 T

3.3 Environmental Conditions:

The following conditions have been established as minimum design requirements. Tests shall be
conducted as specified in Sections 5, 6 and 7.

3.3.1 Temperature: When installed in accordance with the instrument manufacturer's instructions, the
instruments shall function over the range of ambient temperatures shown in column A below, and
shall not be adversely affected by exposure to the temperatures shown in column B below:

Instrument Location A B
Pressurized areas -30to70C -65t070C
Nonpressurized or external areas -55t070C -65t070C

3.3.2 Altitude: When installed in accordance with the instrument manufacturer’s instructions, the
instrument shall function from sea level up to the altitudes and temperatures listed below. Altitude
pressure values are per NACA Report 1235. The instrument shall not be adversely affected
following exposure to extremes in ambient pressure of 50 and 3 in. Hg abs, respectively.

Instrument | ocation Altitude (Ft) Temperature (C)
Pressurized areas 15,000 50
Nonpressurized or external areas 60,000 40
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3.3.3 Vibration: When installed in accordance with the instrument manufacturer's instructions, the
instrument shall function and shall not be adversely affected when subjected to vibrations of the
following characteristics:

Max. Double
Frequency Amplitude Maximum
Instrument | ocation (CPS) (In.) Acceleration {g)
Nacelle, nacelle mounts
wings, empennage, and
wheel wells 5-1000 0.036 10
Fuselage
Forward of Spar Area 5-500 0.036 2
Center of Spar Area 5-1000 0.036 4
Aft of Spar Area 5-500 0.036 7
500-1000  -—-- 5
Vibration Isolated Rack 5-1000 0.030 1
Flight Deck Area 5-30 0.020 --
30-1000 - 0.25

3.3.4 Humidity: The instrument shall function and shall not be adversely affected following exposure to
any relative humidity in the range from 0 to 95% at a temperature of approximately 70 C.

3.4 Explosion Category:

The instrument component, when intended for installation either in uninhabited areas of
nonpressurized aircraft or in nonpressurized areas of pressurized aircraft, shall not cause an
explosion when operated in an explosive atmosphere. The component shall meet the requirements
applicable to the explosion category below. Specifically, any instrument component which can be an
ignition source and is intended for installation in any area in which combustible fluid or vapor may
result from abnormal conditions, e.g., fuel like leakage, shall meet the requirements of Category |. If
the intended location is an area where combustible fluid or vapor can occur during normal operation,
e.g., fuel tank, the instrument component shall meet the requirements of Category I, listed below:
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Category Definition Requirements
I Explosion proofed. case not designed Paragraph 7.5.1
to preclude flame or explosion propagation
] Explosion proofed: case designed to Paragraph 7.5.2
preclude flame or explosion propagation
11 Hermetically sealed Paragraph 6.2
v Instrument not capable of causing an ex- Shall not be capable of pro-
plosion ducing a spark of more
than 1.0 millijoule of energy
and shall not have a short
circuit current of more than
100 milliamperes.
3.5 Fire Hazard:
The instrument shall be so designed to safequard against hazards to the aircraft in the event of
malfunction or failure, and the maximum operating temperature of surfaces of any instrument
component contacted by combustible fuel or vapor shall not exceed 200 C due to
self-heating.
3.6 Radio Interference:
The instruments shall not be the source of objectionable interference under operating conditions at
any frequencies used on aircraft, either by radiation or feedback, in electronic equipment installed in
the same aircraft as the instrument. Reference RTCA DO-108 including Appendix A.
3.7 Magnetic Effect:
The magnetic effect of the instruments shall not adversely affect the performance of other
instruments installed in the same aircraft.
3.8 De-Compression:

When installed in accordance with the instrument manufacturer's instructions the instrument shall
function and not be adversely affected following exposure to a pressure decrease from 22 to 2 in. Hyg
in 2 sec.

Documents

Document Sharing Hub

Full document details: SAE AS406A


http://www.avadocuments.com/doc/sae-as406a
http://www.avadocuments.com/doc/sae-as406a

