FEDERAL SUPPLY CLASS
4730
RATIONALE
AS4226 HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY.
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NOTES:

f MATERIAL:

a. CODELETTER®™ 21-6-5 CRES BAR OR FORGINGS PER AMS 5656

b. CODELETTER“E™ COMMERCIALLY PURE TITANIUM BAR OR FORGINGS PER AMS 4921
2. HEAT TREATMENT: PER PROCUREMENT SPECIFICATIONS.

3/ FiNISH:

a. MATERIAL CODE LETTER "  PASSIVATE THE WHOLE PART PER QQ-P-35 TYPE VIl. PTFE COAT
{COLOR GREEN) FITTING ID TO “V" DEPTH. OVERSPRAY ON 7v/
PERMISSIBLE.

b. MATERIAL CODE LETTERE™: PTFE COAT (COLOR BLACK) EXTERNAL OB AS NOTED AND THE ID TO
*y" DEPTH. ¢AA FREE OF PTFE COATING. SOLID FILM LUBRICATE AS
NOTED. FLUORIDE PHOSPHATE COAT THREADS (ENTIRE PART
OPTIONAL) PER AMS 2486.

/4 FILL OUTER GROOVE WITH SILICONE ELASTOMER.

/5/  SOLID FILM LUBRICANT: APPLY PER AS1701.

/s  PROCUREMENT SPECIFICATIONS: AS4459 AND MIL-F-B5421. THIS PART SHALL BE QUALIFIED TO THE
PROCUREMENT SPECIFICATIONS IN A COMPLETE ASSEMBLY. USERS OF THIS STANDARD ARE ADVISED TQ
CONTROL SOURCE APPROVAL(S) BY STANDARD PAGE SUPPLEMENT SHEET OR SIMILAR MEANS,

7. PACKAGING: INDIVIDUALLY PACKAGE IN CLEAN CONTAINER WITH IDENTIFICATION PER A54459.
B. SPECIFIC DIMENSIONS AND TOLERANCES NOT BEFINED ON THIS STANDARD SHALL BE SPECIFIED AND
CONTROLLED BY THE MANUFACTURER. THE MANUFACTURER IS RESPONSIBLE TO INSURE COMPATIBILITY
WITH THE ASSEMBLY AND COMPLIANCE WITH THE REQU!REMENTS OF THE APPLICABLE PROCUREMENT
SPECIFICATIONS,
2. INTENDED USE: PER AS4459.
1o/ IDENTIFICATION: PARTS SHALL BE IDENTIFIED IN THE AREA SHOWN PER AS4459.

11, INTERPRETATION OF DRAWING PER ARP4296.

12 SURFACE TEXTURE: SYMBOLS PER ANSI Y14.36; REQUIREMENT PER ANSI/ASME B46.1. UNLESS
OTHERWISE SPECIFIED, MACHINED SURFACES TO BE 125 uin Ra.

13. BREAK EDGES .003 TO .015 UNLESS OTHERWISE SPECIFED.

14. DIMENSIONING AND TOLERANCING: ASME Y14.5M-1984

15, DIMENSIONS IN INCHES. UNLESS OTHERWISE SPECIFIED, TOLERANCES: LINEAR DIMENSIONS £.010,
ANGULAR DIMENSIONS 27,

e/ EXAMPLE OF PART NUMBER: AS54226 E 08 N

BASIC PART NUMBER ___J I_._ N = EXTERIOR PTFE NOT REQUIRED
(TITANIUM ONLY)

MATERIAL CODE LETTER A/
BLANK = EXTERIOR PTFE REQUIRED

SIZE CODE

TUBE SIZE IN

062 in INCREMENTS
(08 = .500 in}

AEROSPACE STANDARD
FITTING, ELBOW, 90°, BEAM SEAL, AS4226
INTERNATIONAL. BULKHEAD, EXTERNAL SWAGE TUBE SHEETB%&U m ents

END, HYDRAULIC, 3000 PSI

Document Sharing Hub

Full document details: SAE AS4226


http://www.avadocuments.com/doc/sae-as4226
http://www.avadocuments.com/doc/sae-as4226

