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Aircraft Ground Air Conditioning Service Connection

RATIONALE

AS4262B has been reaffirmed to comply with the SAE Five-Year Review policy.

1. SCOPE

This SAE Aerospace Standard (AS) defines interface configurations for the ground air conditioning service connection on
commercial transport aircraft. In addition, it defines the clearances required to accommodate the connection of ground air
conditioning hose couplings. Two types of service connections are included. The Type A connection (Figure 1) is a slotted
ring with integral locking pads and is comparable to the MS33562 connection. The Type B connection (Figure 2) is a
flanged tube with external locking lugs (Figure 3). The Type B connection has the same interface dimensional
requirements as the Type A connection.

1.1 Purpose

The purpose of this document is to establish uniform interface configurations on commercial transport aircraft for the
ground air conditioning (conditioned air) service connection. Consideration is also given to the durability, maintainability,
and repairability of the connection.

2. REFERENCES

The following publications form a part of this document to the extent specified herein. The latest issue of SAE publications
shall apply. The applicable issue of other publications shall be the issue in effect on the date of the purchase order. In the
event of conflict between the text of this document and references cited herein, the text of this document takes

precedence. Nothing in this document, however, supersedes applicable laws and regulations unless a specific exemption
has been obtained.

2.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or 724-776-4970 (outside USA), www.sae.org.
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FIGURE 1 - AIRCRAFT CONNECTION - TYPE A
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FIGURE 2 - AIRCRAFT CONNECTION - TYPE B
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