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Drawing Interpretation and Standard Machining Practices,
Couplings, Fittings, and Hose Ends,
Fluid Systems

RATIONALE
Revise dimensional location of tolerance zone features in Figure 7. Revise “prepared by” statement from G3B to G3.
1. SCOPE

This SAE Aerospace Standard (AS) provides general information for the interpretation and clarification of engineering
drawing requirements relating to the manufacture and inspection of fluid system couplings, tube fittings, and hose ends.
Because it is impractical to define every minute detail of the part on the face of the drawing, this standard describes
interpretations of dimensioning of general machining features and otherwise undefined tolerances that fall under the heading
of “good shop practice.” This standard is supplemental to ASME Y14.5M-1994 and explains, defines, and interprets drawing
terms or practices that are not addressed by ASME Y14.5M-1994. Unless otherwise specified in this standard, drawing
interpretations contained in ASME Y14.5M-1994 shall apply.

2. APPLICABLE DOCUMENTS

The following publications form a part of this document to the extent specified herein. The latest issue of SAE publications
shall apply. The applicable issue of other publications shall be the issue in effect on the date of the purchase order. In the
event of conflict between the text of this document and references cited herein, the text of this document takes precedence.
Nothing in this document, however, supersedes applicable laws and regulations unless a specific exemption has been
obtained.

2.1 SAE Publications

Available from SAE International, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside USA
and Canada) or +1 724-776-4970 (outside USA), www.sae.org.

AS4266 Hole Contour, Fluid Passage, Tube Fitting

ARP4784 Definitions and Limits, Metal Material Defects and Surface and Edge Features, Fluid Couplings,
Fittings and Hose Ends

2.2 ASME Publications

Available from ASME, P.O. Box 2900, 22 Law Drive, Fairfield, NJ 07007-2900, Tel: 800-843-2763 (U.S./Canada),
001-800-843-2763 (Mexico), 973-882-1170 (outside North America), www.asme.org.

ASME Y14.5M-1994 Dimensioning and Tolerancing
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SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
suggestions.
Copyright © 2023 SAE International
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3. REQUIREMENTS
3.1 General
3.1.1  Conflict in Requirements

Where a conflict exists between the requirements of this document and the applicable part drawing, the part drawing shall
take precedence.

3.1.2 Material Defects and Surface and Edge Flaws

Unless specified on the drawing surface and edge, defect definitions and limits shall be in accordance with ARP4784.
3.1.3 Sharp Edges

Break edges 0.003 to 0.015, unless otherwise noted.

3.2 Tolerances

3.2.1  Concentricity

Drawings specifying concentricity in note form modified with TIR, FIR, FIM, etc., are to be interpreted as runout per the
applicable drawing interpretation standard specified.

3.2.2  Angularity
3.2.2.1 Shapes
Angularity between the legs of shape fitting such as tees, elbows, and crosses shall be as shown in Figure 1.
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Figure 1 - Angularity of shape fittings
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3.2.3 Holes
3.2.3.1 Offset

The allowable fluid passage hole offset, on holes depicted as coaxial on the drawing but machined from opposite directions,
shall be 0.015 maximum (see Figure 2).

FLUID PASSAGE
HOLE AXIS

L 015 M
OFFSET
Figure 2 - Offset of fluid passage holes, straight fittings
3.2.4 Circularity Tolerance
The circularity (roundness) tolerance of a machined diameter shall not exceed 0.0005 plus one-quarter of the diametrical
tolerance and must fall within the limits of maximum material and minimum material conditions as shown in the example in
Table 1.

This requirement is not applicable to diameters on thin wall cylinders where the wall thickness is less than 2.5% of the ID.

Table 1 - Circularity tolerance

Maximum limit =0.880
Minimum limit =0.870
Diametrical tolerance =0.010
1/4 tolerance =0.0025
Additional tolerance =0.0005
Total tolerance =0.003

3.2.5 Circular Runout, Diameters on Common Axis (see Tables 2 and 3)

The maximum full indicator movement (FIM) between two machined diameters on a common axis shall be one-half the sum
of the tolerances of the two diameters. If the resultant value from the calculation is less than 0.003, the maximum allowable
FIM shall be held to 0.003.

Table 2 - Circular runout, example a

Diameter A is 0.490/0.510 tolerance =0.020
Diameter B is 0.621/0.629 tolerance =0.008
Tolerance sum =0.028
1/2 tolerance sum =0.014
Runout = 0.014 (FIM)
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