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For more information on this standard, visit 
https://www.sae.org/standards/content/AS4308D/ 
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GRAPHICS AND TABLE REDRAWN. OPTION FOR SAFETY WIRE HOLES ADDED. “NOT RECOMMENDED IN PART” 
NOTE ADDED TO SHEET 1. TABLE 1B ADDED TO REFLECT WEIGHTS FOR TITANIUM FITTINGS. CANCELLED 
AMS4112 WITH NO REPLACEMENT REMOVED FROM 2024-T6 MATERIAL OPTION. OPTIONAL AMS MATERIAL SPEC 
ADDED TO MATERIAL CODE LETTER D. TITANIUM ADDED AS AN OPTIONAL MATERIAL. OUTDATED 
SPECIFICATIONS UPDATED TO CURRENT NOMENCLATURE. PROCUREMENT SPECIFICATION NOTE REVISED TO 
REMOVE QML REQUIREMENT UNTIL APPROVAL IS RECEIVED TO LIST KSC-F-124 IN QML DATABASE. 
RECOMMENDED MATERIAL REPLACEMENT NOTE /18/ ADDED. 
 

 
 

FIGURE 1 - FITTING, BUSHING-SCREW THREAD EXPANDER 
 

NOT RECOMMENDED IN PART /18/ 
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TABLE 1A - DIMENSIONS A-E 
 

BASIC 
NUMBER 
AS4308 
/15/, /16/ 

SIZE 
CODE 

(NOMINAL 
TUBE 
SIZE) 

PORT #1 

T1 THREAD 
PER 

AS8879 
CLASS 3B 
PORT #1 

(NOMINAL 
TUBE 
SIZE) 

PORT #2 

T2 THREAD 
PER 

AS8879 
CLASS 3A 
PORT #2 

A 
+.000 
-.076 B 

C 
MIN 

D 
±.010 E 

0604 
0804 
0806 

 
1004 
1006 
1008 

 
1206 
1208 
1210 

 
1606 
1608 
1610 

 
1612 
2008 
2010 

 
2012 
2016 

  .375 
  .500 
  .500 

 
  .625 
  .625 
  .625 

 
  .750 
  .750 
  .750 

 
1.000 
1.000 
1.000 

 
1.000 
1.250 
1.250 

 
1.250 
1.250 

  .5625-18 UNJF 
  .7500-16 UNJF 
  .7500-16 UNJF 

 
  .8750-14 UNJF 
  .8750-14 UNJF 
  .8750-14 UNJF 

 
1.0625-12 UNJ 
1.0625-12 UNJ 
1.0625-12 UNJ 

 
 1.3125-12 UNJ 
1.3125-12 UNJ 
1.3125-12 UNJ 

 
1.3125-12 UNJ 
1.6250-12 UNJ 
1.6250-12 UNJ 

 
1.6250-12 UNJ 
1.6250-12 UNJ 

  .250 
  .250 
  .375 

 
  .250 
  .375 
  .500 

 
  .375 
  .500 
  .625 

 
  .375 
  .500 
  .625 

 
  .750 
  .500 
  .625 

 
  .750 
1.000 

  .4375-20 UNJF 
  .4375-20 UNJF 
  .5625-18 UNJF 
 
  .4375-20 UNJF 
  .5625-18 UNJF 
  .7500-16 UNJF 
 
  .5625-18 UNJF 
  .7500-16 UNJF 
  .8750-14 UNJF 
 
  .5625-18 UNJF 
  .7500-16 UNJF 
  .8750-14 UNJF 
 
1.0625-12 UNJ 
  .7500-16 UNJF 
  .8750-14 UNJF 
 
1.0625-12 UNJ 
1.3125-12 UNJ 

1.406 
1.625 
1.562 

 
1.687 
1.656 
1.766 

 
1.828 
1.937 
2.031 

 
1.937 
2.047 
2.125 

 
2.219 
2.187 
2.266 

 
2.344 
2.312 

  .630 
  .750 
  .750 

 
  .810 
  .810 
  .810 

 
  .940 
  .940 
  .940 

 
  .970 
  .970 
  .970 

 
  .970 
1.010 
1.010 

 
1.010 
1.010 

.470 

.562 

.562 
 

.625 

.625 

.625 
 

.688 

.688 

.688 
 

.688 

.688 

.688 
 

.688 

.688 

.688 
 

.688 

.688 

  .792 
  .980 
  .980 

 
1.103 
1.103 
1.103 

 
1.353 
1.353 
1.353 

 
1.603 
1.603 
1.603 

 
1.603 
1.853 
1.853 

 
1.853 
1.853 

  .802-  .815 
  .990-1.003 
  .990-1.003 

 
1.113-1.128 
1.113-1.128 
1.113-1.128 

 
1.363-1.380 
1.363-1.380 
1.363-1.380 

 
1.613-1.630 
1.613-1.630 
1.613-1.630 

 
1.613-1.630 
1.863-1.880 
1.863-1.880 

 
1.863-1.880 
1.863-1.880 

 
TABLE 1B - WEIGHTS 

 
BASIC 

NUMBER 
AS4308 
/15/, /16/ 

SIZE 
CODE 

LB/EA 
APPROX 

REF 
ALUM 

LB/EA 
APPROX 

REF 
CRES 

LB/EA 
APPROX 

REF 
TITANIUM 

0604 
0804 
0806 

 
1004 
1006 
1008 

 
1206 
1208 
1210 

 
1606 
1608 
1610 

 
1612 
2008 
2010 

 
2012 
2016 

  .0447 
  .0729 
  .0705 

 
  .0955 
  .0918 

.101 
 

.155 

.164 

.169 
 

.224 

.233 

.233 
 

.242 

.312 

.310 
 

.312 

.294 

.124 

.202 

.196 
 

.265 

.255 

.279 
 

.429 

.453 

.468 
 

.620 

.645 

.646 
 

.671 

.865 

.860 
 

.865 

.816 

  .069 
  .104 
  .108 

 
  .147 
  .141 
  .155 

 
  .238 
  .252 
  .260 

 
  .345 
  .369 
  .369 

 
  .383 
  .494 
  .494 

 
  .466 
1.106 
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