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THIRD ANGLE PROJECTION 
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PROCUREMENT SPECIFICATION: NONE /3/
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 SAE values your input. To provide feedback
 on this Technical Report, please visit  
 http://www.sae.org/technical/standards/AS4341A 

04 .250 1.094 .075-.085 .00169
06 .375 1.453 .075-.085 .00225
08 .500 2.000 .086-.096 .00401

10 .625 2.326 .086-.096 .00466
12 .750 2.859 .115-.135 .01080
16 1.000 3.750 .115-.135 .01420

20 1.250 4.750 .115-.135 .01800
24 1.500 5.500 .115-.135 .02080
28 1.750 6.750 .115-.135 .02550

32 2.000 7.500 .115-.135 .02830
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MAX

BASIC      
NUMBER   
AS4341/9/   

SIZE CODE

(NOMINAL  
TUBE      
SIZE)

B
A          

±.016

 
 

RATIONALE 
 
ADDED A DASH IN THE PART NUMBER EXAMPLE TO NOTE /9/ AND SPECIFIED A PASSIVATION TYPE FOR FINISH 
TO NOTE /2/. 
 

 
                                       
 
 
                                                                                                        
                                                                                                      
 
                                                                                                       
 
 
                                                                                                          
                                                                                                                                                                                          

                                                                                  

                                                                                      FIGURE 1 - WIRE, RETAINING 

 

                                                                                TABLE 1 - DIMENSIONS AND WEIGHTS 
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NOTES: 
 
1. MATERIAL: CORROSION RESISTANT STEEL WIRE, TYPE 302, 304, OR 305 PER ASTM A580 ANNEALED. 
 
2. FINISH: PASSIVATE PER AMS2700 TYPE 6 OR 7. 
 
/3/ PROCUREMENT SPECIFICATION: KSC-F-124 – JOHN F. KENNEDY SPACE CENTER, NASA, SPECIFICATION FOR FITTING 

(PRESSURE CONNECTIONS), FLUID FLARE. 
 
4. INTERPETATION OF DRAWING PER AS4296. 
 
5. SURFACE TEXTURE: SYMBOLS PER ASME Y14.36M. REQUIREMENTS PER ASME B46.1. UNLESS OTHERWISE SPECIFIED, 

MACHINED SURFACES ARE TO 125 MICROINCHES Ra. 
 
6. BREAK EDGES .003 TO .015 UNLESS OTHERWISE SPECIFIED. 
 
7. DIMENSIONING AND TOLERANCING: ANSI Y14.5M-1982. 
 
8. DIMENSIONS IN INCHES. UNLESS OTHERWISE SPECIFIED, TOLERANCES: LINEAR DIMENSIONS ±.016, ANGULAR DIMENSIONS 

±.5°. 
  
/9/ EXAMPLE OF PART NUMBER: 

 
                                                                         AS4341  -  08 

 
 
 
                 BASIC PART NUMBER:                                                     NOMINAL TUBE SIZE IN .062 
                                                                                                             INCH INCREMENTS (08=.500) 
 

10. A CHANGE BAR (l) LOCATED IN THE LEFT MARGIN IS FOR THE CONVENIENCE OF THE USER IN LOCATING AREAS WHERE 
TECHNICAL REVISIONS, NOT EDITORIAL CHANGES, HAVE BEEN MADE TO THE PREVIOUS ISSUE OF THIS DOCUMENT. AN (R) 
SYMBOL TO THE LEFT OF THE DOCUMENT TITLE INDICATES A COMPLETE REVISION OF THE DOCUMENT, INCLUDING 
TECHNICAL REVISIONS. CHANGE BARS AND (R) ARE NOT USED IN ORIGINAL PUBLICATIONS NOR IN DOCUMENTS THAT 
CONTAIN EDITORIAL CHANGES ONLY. 
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