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LOCATION OF IDENTIFICATION /5/
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FIGURE 1 - UNION ASSEMBLY, DOUBLE RETAINED NUT
TABLE 1 - DIMENSIONS AND WEIGHTS

BASIC

NUMBER

AS4347

112/ T THREAD LB/EA LB/EA
SIZE TUBE PER B MAX MAX
CODE 0D MIL-5-8879 A +.031 C D ALUM CRES
04 .250 .4375-20 UNJF 1.610 .730 .360 .688 .0320 . 0866
06 .375 .5625-18 UNJF 1.970 .850 .390 .812 .0553 .153
08 .500 .7500-16 UNJF 2.050 .900 .440 1.000 .0761 .211
10 .625 .B750-14 UNJF 2.250 .970 .510 1.125 11 .307
12 .750 1.0625-12 UNJ 2.490 1.090 .580 1.375 .202 .560
16 1.000 1.3125-12 UNJ 2.740 1.190 .610 1.625 .282 .782
20 1.250 1.6250-12 UNJ 2.990 1.310 .640 1.875 .568 1.580
24 1.500 1.8750-12 UNJ 3.100 1.370 .650 2.125 .716 1.980
28 1.750 2.2500-12 UNJ 3.830 1.720 .890 2.500 1.030 2.860
32 2.000 2.5000-12 UNJ 3.970 1.780 .950 2.750 1.280 3.550
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