Y ¥
SAEAerospace  AEROSPACE

SGE AS4361 REV. A
Issued 2003-05

Cancelled 2011-07

Superseding AS4361

Minimum Performance Standards for Aerospace Electric Power Converters

RATIONALE

This standard has beed superseded by DO-160 and MIL-PRF-7115 and is out of date.

CANCELLATION NOTICE

This document has been declared "CANCELLED" as of July 2011. By this action, this document will remain listed in the

Numerical Section of the Aerospace Standards Index.

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be reaffirmed, revised, or cancelled. SAE invites your written comments and suggestions.

Copyright © 2011 SAE International

All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means electronic, mechanical,

photocopying, recording, or otherwise, without the prior written permission of SAE.

TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada)
Tel: +1 724-776-4970 (outside USA)
Fax: 724-776-0790
Email: CustomerService@sae.org
SAE WEB ADDRESS: http://www.sae.org
Full document details: SAE AS4361A

SAE values your input, T (it ovm’é’

on this Technical Report, piecse Nisitument Sharing [Hub
http://www.sae.org/technical/standards/AS4361A



http://www.sae.org/technical/standards/AS4361A
http://www.avadocuments.com/doc/sae-as4361a
http://www.avadocuments.com/doc/sae-as4361a

SAE AS4361A Page 2 of 11

1. SCOPE:

This SAE Aerospace Standard (AS) establishes the minimum performance standards for equipment
used as secondary direct current (DC) electrical power sources in aerospace electric power systems.

1.1 Purpose:

The purpose of this document is to define the guidelines and minimum performance test standards
to be met by static electric power converters designed to operate from primary electric power
systems. The tests specified herein provide a laboratory means to determine the performance and
reliability characteristics of electric power converters under electrical and environmental conditions
representative of those encountered in actual aerospace applications.

1.2 Field of Application:

Electric power conversion equipment whose initial application is to provide secondary DC power for
aerospace utilization systems and equipment, but not limited to aerospace use.

2. REFERENCES:
2.1 Applicable Documents:

The following publications form a part of this document to the extent specified herein. The latest
issue of SAE publications shall apply. The applicable issue of other documents shall be the issue in
effect on the date of the purchase order. In the event of conflict between the text of this specification
and references cited herein, the text of this specification takes precedence. Nothing in this
specification, however, supersedes applicable laws and regulations unless a specific exemption has
been obtained.
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2.1.1 SAE Publications: Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.

AS1212 Electrical Power, Aircraft, Characteristics and Utilization of

AS1831 Electrical Power, High Voltage Direct Current, Aircraft, Characteristics and
Utilization of

AS8023 Minimum Performance Standards for Aerospace Static Electric Power Inverters

2.1.2 U.S. Government Publications: Available from Standardization Documents Order Desk, Building
4D, 700 Robbins Avenue, Philadelphia, PA 19111-5094.

MIL-HDBK-217 Reliability Prediction of Electronic Equipment

MIL-HDBK-263 Electrostatic Discharge Control Handbook for Protection of Electrical and
Electronic Parts, Assemblies and Equipment (Excluding Electrically Initiated
Explosive Devices) Metric

2.1.3 Radio Technical Commission for Aeronautics Publications: Available from Documents Order
Desk, One McPherson Square, 1140 Connecticut Avenue, NW, Suite 1020, Washington, DC
20036-4001.

RTCA/DO-160 Environmental Conditions and Test Procedures for Airborne Equipment

2.2 Definitions:

2.2.1 AEROSPACE ELECTRIC POWER CONVERTER: Equipment, or a combination of equipment,
used to convert primary aircraft AC or DC electric power to a different DC voltage or voltages. For
AC output applications refer to AS8023, Minimum Performance Standards for Aerospace Static

Electric Power Inverters.

2.2.2 DEFINITION OF TERMS: Unless otherwise specified herein, the terms used are those defined in
Radio Technical Commission for Aeronautics (RTCA) Document Number DO-160.

2.2.3 STATIC: Equipment that does not utilize mechanical devices as active components of the power
conversion technology.

2.2.4 FAILURE: Any test condition where the equipment/unit under test is unable to meet minimum
performance requirements or as is otherwise specified for each test and or equipment.

2.2.5 VARIABLE COMPONENT: Electrical or mechanically adjustable component.

2.2.6 SWITCHING FREQUENCY RANGE: Primary or central frequency range within which the active
power switching devices operate.

2.2.7 TRIPLENS: The 3rd harmonic and every whole integer multiple of the 3rd harmonic.
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3. TECHNICAL REQUIREMENTS:
3.1 General;

3.1.1 Design and Construction: The design, construction, finishes, and marking shall be consistent with
the standards of aerospace industry good aircraft practice. Terminals, connections, components
and conductors shall be designed to preclude accidental shorting, polarity reversal, improper
installation, and contact with personnel or foreign conductive materials.

3.1.2 Adjustments and Controls: Controls and/or variable components that are not normally adjusted in
flight shall not be readily accessible to flight personnel.

3.1.3 Flammable Materials: Except for small parts (i.e., seals, grommets, fasteners) and other small
electrical parts that would not contribute significantly to the propagation of a fire, all materials used
in the equipment shall be non-burning or self-extinguishing and shall not release toxic gases.

3.1.4 Reliability: As a minimum requirement, reliability predictions shall be made available. The
statistical analysis shall be based on field usage and/or reliability analysis that is completed and
documented. Reference tools for this process include but may not be limited to MIL-HDBK-217.

3.2 Minimum Performance Requirements Under Standard Test Conditions:

Unless otherwise stated herein, the conditions of test shall be those defined in Section 3.0 of RTCA
Document Number DO-160 and, unless otherwise specified, after temperature stabilization of the
equipment, reference DO-160 Section 2.

3.2.1 Qualification Test Conditions and Procedures:

3.2.1.1 General: Unless otherwise specified herein, the test procedures and the environmental test
conditions and procedures shall be those defined in RTCA Document Number DO-160 for the
equipment and category as declared by the manufacturer.

3.2.1.2 Effects of Tests: As a minimum performance requirement, the equipment shall satisfactorily
complete all tests herein without maintenance or failure.

3.2.1.3 Repair and Retest: If the equipment fails a test, the manufacturer may, with option, repair and
retest the equipment or test a new unit in place of the failed unit. The manufacturer shall furnish
a detailed report on the investigation of the failure and the corrective action needed to return the
equipment to specified condition. At the discretion of the inspecting authority, the repaired or
replacement unit may be subjected to any or all-applicable tests herein in addition to those, which
the unit previously failed.
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