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THIRD ANGLE PROJECTION 

CUSTODIAN: G-3/G-3D 
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4720 
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REV. 

A 

PROCUREMENT SPECIFICATION: AS1975 /2/ 
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 SAE values your input. To provide feedback on this 
 Technical Report, please visit  
 http://standards.sae.org/AS4580A 

 
 
 
 

RATIONALE 
 
THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS NOT 
DYNAMIC IN NATURE. 
 

STABILIZED NOTICE 
 
THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE G-3, AEROSPACE COUPLINGS, FITTINGS, 
HOSE, TUBING ASSEMBLIES COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR 
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF 
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST. 
 

  

Full document details: SAE AS4580A

http://www.sae.org/technical/standards/PRODCODE
http://avadocuments2026.com/doc/sae-as4580a
http://avadocuments2026.com/doc/sae-as4580a


 

 

AEROSPACE STANDARD 
AS4580™ 
SHEET 1 OF 6 
 

REV. 
A 

 

HOSE ASSEMBLY, PTFE, PARA-ARAMID REINFORCED, 
STANDARD DUTY, 4000 PSI, 275 ⁰F, TITANIUM 

FITTINGS, FLARELESS, STRAIGHT TO STRAIGHT 

 

  

 FIGURE 1 - HOSE ASSEMBLY, STRAIGHT TO STRAIGHT
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TABLE 1 - ASSEMBLY DIMENSIONS

HOSE
ASSEMBLY
NO. & SIZE

CODE

HOSE
SIZE
(REF)

/15/
FITTING

TYPE
(REF)

THREAD T
PER AS8879

(REF)

HOSE
ID

MIN
A

MAX
B GAGE
BASIC

C /7/
MIN FTG

BORE
AFTER

ASSEMBLY
D

(REF)

E /8/
MAX

WITHOUT
SLEEVING

AS4580E   .250 -

AS4580E   .250 S   .4375-20UNJF-3B   .212 1.630   .2930 .135 .16   .69

AS4580E   .250 E   .5625-18UNJF-3B   .212 1.695   .4120 .135 .16   .69

AS4580G   .375 R   .4375-20UNJF-3B   .298 1.820   .2930 .135 .16   .80

AS4580G   .375 S   .5625-18UNJF-3B   .298 1.835   .4120 .240 .16   .80

AS4580G   .375 E   .7500-16UNJF-3B   .298 1.915   .5600 .240 .19   .80

AS4580H   .500 R   .5625-18UNJF-3B   .391 2.145   .4120 .240 .16   .97

AS4580H   .500 S   .7500-16UNJF-3B   .391 2.165   .5600 .340 .19   .97

AS4580H   .500 E   .8750-14UNJF-3B   .391 2.675   .6730 .340 .20   .97

AS4580J   .625 R   .7500-16UNJF-3B   .485 2.860   .5600 .340 .19 1.15

AS4580J   .625 S   .8750-14UNJF-3B   .485 2.905   .6730 .410 .20 1.15

AS4580J   .625 E 1.0625-12UNJ-3B   .485 2.920   .8100 .410 .23 1.15

AS4580K   .750 R   .8750-14UNJF-3B   .602 3.240   .6730 .410 .20 1.38

AS4580K   .750 S 1.0625-12UNJ-3B   .602 3.205   .8100 .510 .23 1.38

AS4580K   .750 E 1.3125-12UNJ-3B   .602 3.320 1.0620 .510 .30 1.38

AS4580M 1.000 R 1.0625-12UNJ-3B   .852 3.690   .8100 .510 .23 1.66

AS4580M 1.000 S 1.3125-12UNJ-3B   .852 3.740 1.0620 .760 .30 1.66

AS4580M 1.000 E 1.5625-12UNJ-3B   .852 3.570 1.3160 .760 .04 1.66

AS4580N 1.250 R 1.3125-12UNJ-3B 1.100 4.600 1.0620 .760 .30 2.33

AS4580N 1.250 S 1.5625-12UNJ-3B 1.100 4.330 1.3160 .960 .04 2.33

AS4580N 1.250 - TBD TBD TBD TBD TBD TBD TBD

AS4580P 1.500 -

AS4580P 1.500 S TBD TBD TBD TBD TBD TBD TBD

AS4580P 1.500 -
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