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RATIONALE
To document the hose assembly standards citing this specification.
1. SCOPE

This supplement forms a part of the Aerospace Standard AS4623, Hose Assembly, Polytrafluoroethyloene,Para-Aramid
Reinforced, 3000 psi, 275°F, Heavy Duty, Aircraft Hydraulic Systems, and shall be used to identify hose assembly
standards citing this procurement specification.

2. APPLICABLE DOCUMENTS

The following publications form a part of this document to the extent specified herein. The latest issue of SAE publications
shall apply. The applicable issue of other publications shall be the issue in effect on the date of the purchase order. In the
event of conflict between the text of this document and references cited herein, the text of this document takes
precedence. Nothing in this document, however, supersedes applicable laws and regulations unless a specific exemption
has been obtained.

AS4624 Hose Assembly, Polytetrafluoroethylene, Para-Aramid Reinforced, Heavy Duty, 275°F, 3000 psi,
Flareless, Titanium Fittings, Including Jump Size, Straight to Straight

AS4625 Hose Assembly, Polytetrafluoroethylene, Para-Aramid Reinforced, Heavy Duty, 275°F, 3000 psi,
Flareless, Titanium Fittings, Including Jump Size, Straight to 45°

AS4626 Hose Assembly, Polytetrafluoroethylene, Para-Aramid Reinforced, Heavy Duty, 275°F, 3000 psi,
Flareless, Titanium Fittings, Including Jump Size, Straight to 90°

AS4627 Hose Assembly, Polytetrafluoroethylene, Para-Aramid Reinforced, Heavy Duty, 275°F, 3000 psi,
Flareless, Titanium Fittings, Including Jump Size, 45° to 45°

AS4628 Hose Assembly, Polytetrafluoroethylene, Para-Aramid Reinforced, Heavy Duty, 275°F, 3000 psi,
Flareless, Titanium Fittings, Including Jump Size, 45° to 90°

AS4629 Hose Assembly, Polytetrafluoroethylene, Para-Aramid Reinforced, Heavy Duty, 275°F, 3000 psi,
Flareless, Titanium Fittings, Including Jump Size, 90° to 90°

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is
entirely voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and
suggestions.
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3. NOTES

3.1 A change bar (I) located in the left margin is for the convenience of the user in locating areas where technical
revisions, not editorial changes, have been made to the previous issue of this document. An (R) symbol to the left
of the document title indicates a complete revision of the document, including technical revisions. Change bars and
(R) are not used in original publications, nor in documents that contain editorial changes only.
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