FEDERAL SUPPLY CLASS
4720

RATIONALE

AS4642 HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY.
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TABLE 1 - HOSE AND FITTING DIMENSIONS

B B
BALL SIZE BALL SIZE
HOSE MIN MIN
ASSEMBLY FITTING THREAD T THRU DIA /8/ THRU DIA /8/
NO. AND SIZE TYPE PER MIL-S-8879 A MS19059 DIA c
SIZE CODE REF (REF) REF. MAX DASH NO. IN REF
AS4642E 250
S 4375-20UNJF-3B 2.545 4807 109 .56
E .5625-18UNJF-3B 2.615 4807 109 .69
AS4642G .375 R .4375-20UNJF-3B 2,795 4807 109 .56
S .5625-18UNJF-3B 2.865 4812 188 .69
E .7500-16UNJF-3B 2.945 4812 188 .88
AS4642H .500 R .5625-18UNJF-3B 3.115 4812 .188 .69
S .7500-16UNJF-3B 3.195 4816 313 .88
E .8750-14UNJF-3B 3.240 4816 313 1.00
AS4642J 625 R .7500-16UNJF-3B 3.445 4816 313 .88
S .8750-14UNJF-3B 3.490 4818 .375 1.00
E 1.0625-12UNJ -3B 3.470 4818 375 1.25
AS4642K 750 R .8750-14UNJF-3B 3.740 4818 375 1.00
S 1.0625-12UNJ -3B 3.720 4821 469 1.25
E 1.3125-12UNJ -3B 3.800 4821 469 1.50
AS4642M 1.000 R 1.0625-12UNJ -3B 4.220 4821 469 1.25
S 1.3125-12UNJ -3B 4.300 4829 719 1.50
E 1.0625-12UNJ -3B 4.355 4829 719 2.00
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