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MATERIAL:

a. NO CODE LETTER (USE HYPHEN IN PART NUMBER) - TYPE 1020 OR 1025 STEEL SHEET OR STRIP PER MIL-

S-7952
b. CODELETTER C-TYPE 301, 302, 304 OR 316 CORROSION RESISTANT STEEL SHEET OR STRIP PER MIL-S-
5059, TYPE 321 CORROSION RESISTANT STEEL SHEET OR STRIP PER AMS 5510 OR TYPE 347 CORROSION

RESISTANT STEEL SHEET OR STRIP PER AMS 5512.
c. CODELETTERD- TYPE 2024 ALCLAD ALUMINUM ALLOY SHEET PER QQ-A-250/5, CONDITION T3 OR T4.

FINISH:

a. NO MATERIAL CODE LETTER - CADMIUM PLATE PER QQ-P-416, TYPE Il, CLASS 2.
b. MATERIAL CODE LETTER C - PASSIVATE PER QQ-P-35, TYPE VI OR VII.
c. MATERIAL CODE LETTERD -

(1) D CODE PARTS TO BE CHEMICAL SURFACE TREATED ONLY WILL HAVE THE FINISH CODE LETTER “J"
AFTER THE THICKNESS CODE IN THE PART NUMBER. THE FINISH WILL BE: CHEMICAL SURFACE TREAT
PER MIL-C-5541, CLASS 3. (J CODE PARTS ARE INTENDED FOR USE WHEN LOW ELECTRICAL
RESISTANCE IS REQUIRED.)

(2) D CODE PARTS TO BE ANODIZED ONLY WILL HAVE THE FINISH CODE LETTER "K" AFTER THE
THICKNESS CODE IN THE PART NUMBER. THE FINISH WILL BE: ANODIZE PER AMS 2471. (K CODE
PARTS ARE INTENDED FOR USE WHERE CORROSION PROTECTION IS THE PRIME CONSIDERATION.)

IDENTIFICATION AT LOCATION SHOWN: MARK PER AS478 METHOD 30, MANUFACTURER’'S NAME, TRADEMARK
OR CAGE CODE, BASIC PART NUMBER AND MATERIAL CODE LETTER.

THIS PART IS DESIGNED FOR USE WITH AS4659 FITTING ENDS WITH AN AS4678 NUT IN SYSTEMS WITH
OPERATING PRESSURES AS FOLLOWS:

a. SIZES -20 AND -24 TITANIUM ALLOY AND CORROSION RESISTANT STEEL AT 3000 psi
b. SIZE -28 TITANIUM ALLOY AND CORROSION RESISTANT STEEL AND SIZES -20, -24, AND -28 ALUMINUM
ALLOY AT 600 psi

PARTS CODED WITH THICKNESS CODE -37 ARE INACTIVE FOR DESIGN AND ARE SUPERSEDED BY PARTS WITH
THICKNESS CODE -32. INVENTORIED PARTS CONFORMING TO THE -37 THICKNESS CODE MAY BE USED FOR
THE -32 CODE PARTS.

INVENTORIED PARTS CONFORMING TO THE PREVIOUS “LETTER CHANGE" MAY BE USED TO DEPLETION.

INTERPRETATION OF DRAWING PER ARP4296.

SURFACE TEXTURE: SYMBOLS PER ANSI Y14.36; REQUIREMENTS PER ANSI/ASME B46.1. UNLESS OTHERWISE
SPECIFIED, MACHINED SURFACES TO BE 125 pin Ra.

9. BREAK EDGES .003TO .015 UNLESS OTHERWISE SPECIFIED.
10. DIMENSIONING AND TOLERANCING: ANSI Y14.5M
11. DIMENSIONS IN INCHES. UNLESS OTHERWISE SPECIFIED, TOLERANCES: LINEAR DIMENSIONS £.010.
112/ EXAMPLE OF PART NUMBER:
AS4679 D 20-32 J
[ I
BASIC PART NUMBER—————— | | | L—THE FINISH CODE LETTER "J" OR
| | |  "K" WILL BE PLACED HERE ONLY
MATERIAL CODE LETTER /1/——————— | |  FOR MATERIAL CODE "D" PARTS
| |  THAT ARE TO BE SURFACE COATED
SIZE CODE, TUBE SIZE ! [ OR ANODIZED. /2/ NO OTHER CODE
IN .062 INCREMENTS i LETTERS ARE TO BE PLACED HERE
I
THICKNESS CODE IN J
.001 INCREMENTS /5/
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