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RATIONALE
THIS TECHNICAL REPORT IS BEING STABILIZED BECAUSE IT COVERS TECHNOLOGY, PRODUCTS, OR
= PROCESSES WHICH ARE MATURE AND NOT LIKELY TO CHANGE IN THE FORESEEABLE FUTURE.
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c'; STABILIZED NOTICE
<
2 THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY SAE G-3, AEROSPACE COUPLINGS, FITTINGS, HOSE,
TUBING ASSEMBLIES COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF

TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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FIGURE 1 - WASHER
TABLE 1 - DIMENSIONS AND WEIGHTS
BASIC NO.
AS4679
15/ 112/ LB/EA
SIZE AND (NOMINAL LB/EA MAX
THICKNESS  TUBE D T T MAX  STEEL,
CODE SIZE) A +.020/-.005 ALUMINUM STEEL, CRES ALUM CRES
20-16 20 1.578 2.313 .013-.019 .016 .0040 L0111
20-32 20 1.578 2.313  .028-.036 .032 .0080 0222
20-90 20 1.578 2.313 .083-.097 .090 .0225 .0623
24-16 24 1.828 2.562  .013-.019 .016 .0045 0125
24-32 24 1.828 2.562 .02B-.036 .032 .0090 .0249
24-90 24 1.828 2.562 .083-.097 .090 .0253 .0702
28-16 286 2.140 2.875  .013-.019 .016 L0051  .0143
28-32 28 2.140 2.875 .028-.036 .032 .0103 .02B85
28-90 28 2.140 2.875 .083-.097 .090 .0289 .0802
ANDARD
AEROSPACE ST AS4679™ REV.
Sl WASHER, FLAT, SHORT FLARELESS A SHEET%&U m erﬂs
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