FEDERAL SUPPLY CLASS
>
w o
x NONCURRENT NOTICE
THIS SPECIFICATION HAS BEEN DECLARED “NONCURRENT” AS OF JANUARY 2001. IT IS RECOMMENDED,
THEREFORE, THAT THIS DOCUMENT NOT BE SPECIFIED FOR NEW DESIGNS.
© EACH OF THESE “NONCURRENT” DOCUMENTS IS AVAILABLE FROM SAE.
O
<
)
<

REAFFIRMED NONCURRENT 2001-01

NONCURRENT 1971-08

REVISED 1963-02

THIRD ANGLE PROJECTION

ISSUED 1957-11

CUSTODIAN: SAE COMMITTEE AE-1 |

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
SAE reviews each technical report at least every five years at which time it may be reaffirmed, revised, or cancelled. SAE invites your written comments and suggestions.

voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

PR AEROSPACE STANDARD REV
M S ad Space, AS468 :
INTERNATIONAL DRIVE-ACCESSORY, 5" BOLT CIRCLE SHEET.L OF 3 C t
400 Commonwealth Drive, Warrendale, PA 15096-0001 Oc u m e n cn
b
Cop_yright 2001 Society of Automotive Engineers, Inc. - = Docu mérﬁ?cgﬁrgﬁﬁg Hub
All rights reserved.
TO PLACE A DOCUMENT ORDER: (724) 776-4970 FAX: (724) 776-0790 SAE WEB ADDRESS: http://www.sae.org

Full document details: SAE AS468C


http://www.avadocuments.com/doc/sae-as468c
http://www.avadocuments.com/doc/sae-as468c

REV.
C

430 MIN . GZ_ DIRECTION OF ROTATION
f FACING PAD
1.040 ]
1.000 VERTICAL §¢——»
R .812 MIN FULL THREAD
\ —>{[*——060 MAX ROUND OR CHAMFER
63 Z —
© OIL SEAL TO BE PROVIDED, o2 Dl aoWEL HoLE
o TYPE OF SEAL OPTIONAL = | LOCATED 165° COUNTER-
060 R CLOCKWISE FROM
5]') MIN 4.185 OIL SUPPLY HOLE.
- I il ‘n - -
(L
3.438
MAX
p— T
.020 R APPROX T
30°
GASKET FOR SEALING
OR FOR INSULATION IF
REQUIRED, .025 MAX THICK:
OIL SUPPLY HOLE, LOGATE WITHIN ,005 OF TRUE
220 MIN e POSITION AT ANY STUD IN THE RELATIVE

POSITION SHOWN.
4.127

THREAD 375-24 UNF - 3A, SPEC MIL—S-7742, 6 STUDS, 4126 A DIA TO .430 MIN DEPTH.PITCH DIA CYLINDER OF
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DRIVE TYPE
. 6000 RPM 8000 RPM
OVERHUNG VARTABLE SPEED CONSTANT CONSTANT
MOMENT Acces- AV [BV [Ccv Jov EV [FV [Gv [ BV A6C | B6C | céc ABC BEC
DASH LB-IN, SORY
NO. MAX WT MAX HP | 30 |85 | 125 ({190 | 250 |335 |30 | 85 65 | 190 | 250 95 250
LB MAX
1 500 5 X
2 1000 100 X X X X

WHERE AN X APPEARS, THE DRIVE TYPE AND DASH NO. ARE TYPICAL AND PREFERRED.

SEE SHEET 2 FOR SPLINE SIZES AND DETAILS,

THE OVERHUNG MOMENT AND WEIGHT WILL BE DESIGNATED BY A DASH NUMBER IN THE DRIVE CALLOUT PER ABOVE TABULATION,EXAMPLE ASL68-AV-2

IS 30 HP DRIVE WITH 1000 LB-IN, OVERHUNG MOMENT AND 100 LB ACCESSORY WEIGHT.

SPEED: TYPE AV THROUGH FV DRIVES SHALL BE T700 + 200 RPM, TYPES GV AND HV 9800 + 200 RPM WHEN POWER SOURCE IS OPERATING AT
THE HIGHEST STABILIZED SPEED AT ANY OPERATING CONDITION,
TYPE 6C DRIVES SHALL BE 6000 (CONSTANT) RPM FROM GROUND IDLE TO MAX POWER SOURCE SPEED.
TYPE 8C DRIVES SHALL BE 8000 (CONSTANT) RPM FROM GROUND IDLE TO MAX POWER SOURCE SPEED,

STRENGTH: TYPE V DRIVES SHALL BE CAPABLE OF DELIVERING RATED POWER CONTINUOUSLY FROM GROUND IDLE TO MAXIMUM POWER SOURCE SPEED.
THEY SHALL ALSO WITHSTAND A STATIC TORQUE EQUIVALENT TO FIVE (5) TIMES RATED POWER AT GROUND IDLE SPEED WITHOUT FAILURE
OR PERMANENT DEFORMATION, THIS STATIC TORQUE VALUE SHALL BE SPECIFIED IN THE POWER SOURCE MODEL SPECIFICATION, THE
CONTINUOUS AND STATIC TORSIONAL STRENGTH OF THE TYPE C DRIVES SHALL BE SPECIFIED IN THE POWER SOURCE OR CONSTANT SPEED
TRANSMISSION (DRIVE) MODEL SPECIFICATION,

OIL SUPFLY HOLES: DOWEL HOLE AND HOLES FOR SUPPLYING OIL TO ACCESSORY SHALL NOT BE PROVIDED UNLESS SPECIFIED IN THE POWER
SOURCE MODEL SPECIFICATION, WHEN SO SPECIFIED, THE AVAILABLE OIL PRESSURE AND FLOW SHALL BE STATED IN THE MODEL SPECIF-
ICATION WITH ONE HOLE LOCATION SHOWN ABOVE. SIZE OF OIL SUPPLY, AND DRAIN HOLES IF REQUIRED, SHALL BE SHOWN ON THE POWER
SOURCE INSTALLATION IRAWING. PLUGS SHALL BE FURNISHED FLUSH OR BELOW PAD SURFACE,

OIL LEAKAGE OUT OF DRIVE SHALL NOT EXCEED 3CC PER HOUR, PROVISIONS FOR DRAINING OIL FROM THE PILOT CAVITY SHALL BE SUPPLIED

UNLESS OTHERWISE SPECIFIED IN THE POWER SOURCE MODEL SPECIFICATION.

COVER, AN100041l SHALL BE FURNISHED ON THIS DRIVE WHEN SPECIFIED IN POWER SOURCE MODEL SPECIFICATION.

REMOVE ALL BURRS AND SHARP EDGES, DIMENSIONS IN INCHES, UNLESS OTHERWISE SPECIFIED, TOLERANCES: DECIMALS + ,010, ANGLES 29,

ACCESSORY SPACE: SPACE AVAILABLE FOR ACCESSORIES SHALL BE AS SHOWN ON THE INSTALLATION DRAWING.

NOMINAL USE: THE NOMINAL USE OF THE VARIABLE SPEED TYPE DRIVES IS TO DELIVER POWER TO VARIABLE SPEED ACCESSORIES OR CONSTANT
SPEED TRANSMISSIONS, THE NOMINAL USE OF THE CONSTANT SPEED TYPE DRIVES IS TO DELIVER POWER TO CONSTANT SPEED ACCESSORIES
HIGH SPEED FLUID POWER PUMPS MAY BE USED ON TYPE AV THROUGH FV DRIVES WITH TORQUE VALUES SPECIFIED IN THE POWER SOURCE
MOLEL SPECIFICATION, THIS DRAWING COMPLETELY DEFINES THE DESIGN REQUIREMENTS,

SURFACE ROUGHNESS SYMBOL\/ , AS 291 (AA). FOR DETAILS OF MATING FLANGE, SEE AS 471,

THIS IS A DESIGN STANDARD AND IS NOT TO BE USED AS A PART NUMBER,
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