
 
 
 

  

AEROSPACE STANDARD 
FITTING ASSEMBLY, TEE, FLARELESS AND SHORT 
FLARELESS, REDUCER, RETAINED NUT ON SIDE 

 

 

A
S4

69
2™

 

Copyright © 2017 SAE International 
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any means, electronic, mechanical, photocopying, 
recording, or otherwise, without the prior written permission of SAE. 
TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada) Tel: +1 724-776-4970 (outside USA) 
 Fax: 724-776-0790 Email: CustomerService@sae.org SAE WEB ADDRESS: http://www.sae.org 

IS
SU

ED
 1

99
2-

07
   

  R
EA

FF
IR

M
ED

 2
00

7-
11

   
  R

EV
IS

ED
 2

01
7-

10
 

                             
 

 
 

 

THIRD ANGLE PROJECTION 

CUSTODIAN: G-3/G-3B 
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PROCUREMENT SPECIFICATION: AS18280 /4/ 
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 SAE values your input. To provide feedback on this 
 Technical Report, please visit  
 http://standards.sae.org/AS4692F 

 
RATIONALE 

 
ADDED CONDUCTIVE HIGH PURITY ALUMINUM COATING FOR ALUMINUM ALLOY FITTINGS. 
 

 

FIGURE 1 - TEE ASSEMBLY 

 

FIGURE 2 - INSTALLATION, RETAINED NUT AND RETAINING WIRE 
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TABLE 1 - DIMENSIONS AND WEIGHTS 

BASIC NO. 
AS4692 
/10/ /20/ 

SIZE CODE D H 
J 

+.005/-.020 

LB/EA 
APPROX 

REF 
ALUM 

LB/EA 
APPROX 

REF 
CRES 

LB/EA 
APPROX 

REF 
TI 

20 .517 .124 1.375 .395 1.146 .666 
24 .614 .156 1.688 .570 1.651 .954 

TABLE 2 - WIRE INSERTION DEPTH 

PORT 
SIZE 

(NOMINAL 
TUBE 
SIZE) C 

04   .250 .076 
05   .312 .076 
06   .375 .084 
   

08   .500 .095 
10   .625 .114 
12   .750 .150 
   

16 1.000 .176 
20 1.250 .247 
24 1.500 .287 

TABLE 3 - LEG LENGTH A 

SIZE OF 
PORT #1 & #2 

FORGING SIZE /10/ 
20 

FORGING SIZE /10/ 
24 

04 1.424 1.549 
05 1.424 1.549 
06 1.440 1.565 
   

08 1.533 1.658 
10 1.596 1.721 
12 1.659 1.784 
   

16 1.659 1.784 
20 1.678 1.577 
24 --- 1.803 

TABLE 4 - LEG LENGTH B 

SIZE OF 
PORT #3 

FORGING SIZE /10/ 
20 

FORGING SIZE /10/ 
24 

04 1.401 1.526 
05 1.453 1.578 
06 1.514 1.639 
   

08 1.611 1.736 
10 1.690 1.815 
12 1.679 1.850 
   

16 1.727 1.852 
20 1.603 1.728 
24 --- 1.756 
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