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AS4701 HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY.
I
o
S
« A 125
< < NPT
. £
==
= S
[} D
K% 7
€ k]
2 ]
o 0
c
£ £ R .0B1 OPTIONAL THIS END R.OS!
= E 51 .051
e 5 .0
[T o
8g
20 2 FIGURE 1 - WIRE
F= 5
e =
g2 3 TABLE 1 - DIMENSIONS AND WEIGHTS
88 o
(SN Q
n =
g8 2 BASIC NO.
5, % AS4701 (NOMINAL
5% < 19/ TUBE LB/EA
s 3 SIZE CODE SIZE) A MAX
5.2 %
-§ E ; 20 1.250 4,598 .017
g2 3 24 1.500 5.374  .019
hat = N
5> B 28 1.750 6.349 .023
Le 8
T .2 n
wE g
2 5 £
Q £
3E 3
QO = 2L
wg 3
<8 o
v 3 s
> > -
- 2
25 o Q
53 £ 0
ac E 1]
o - © =
=8 £ 74
=] = T
[o R =
gE © <
28 3 w
£ 2 o
g 2
£5 £ 8
38 ¢ S
3z 2 3
= = 0
;2 & i
é ; ® THIRD ANGLE PROJECTION (:f))
© % é SAE values your input. To provide feedback \ 2}
=1 3 X - L
s> = on this Technical Report, please visit
2% 8 http://www.sae.org/technical/standards/AS4701 - @D - i} -
= O c
% _2 é CUSTODIAN: G-3/G-3B PROCUREMENT SPECIFICATION: /3/ MIL-F-18280
k-] (]
£s 2 AEROSPACE STANDARD
8 g 3 AS4701
e = WIRE, RETAINER, TUBE COUPLING NUT,
5<,J 3 ”gj INTERMATIONALe SHORT FLARELESS SHEET 1 OFDZOCU ments

Copyright 2015 SAE International )
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any ri.eans, electicnic, B@wm@mbﬁhm‘,l ng Hub
recording, or otherwise, without the prior written permission of SAE.
TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada) Tel: +1 724-776-4970 (outside USA)
Fax: 724-776-0790 Email: CustomerService@sae.org SAE WEB ADDRESS: http://www.sae.org

Full document details: SAE AS4701


http://www.avadocuments.com/doc/sae-as4701
http://www.avadocuments.com/doc/sae-as4701

NOTES:

1. MATERIAL: TYPE 302 CORROSION RESISTANT STEEL, ANNEALED CONDITION PER ASTM A 493 OR TYPE 305
CORROSION RESISTANT STEEL PER AMS 5685.

2. FINISH: PASSIVATE PER QQ-P-35, TYPE VI OR VII. APPLY DRY FILM LUBRICANT PER MIL-L-46010, TYPE | ALL
OVER.

13/ PROCUREMENT SPECIFICATION: MIL-F-18280 EXCEPT AS SPECIFIED ON THIS STANDARD. THIS PART SHALL BE
QUALIFIED TO THE PROCUREMENT SPECIFICATION AS APPLICABLE IN A COMPLETE ASSEMBLY. USERS OF THIS
STANDARD ARE ADVISED TO CONTROL SOURCE APPROVAL(S) BY STANDARD PAGE SUPPLEMENT SHEET OR
SIMILAR MEANS.

4. THIS PART IS DESIGNED FOR USE FOR USE WITH AS4702 SWIVEL NUT AND AS4703 FITTING END IN SYSTEMS
WITH OPERATING PRESSURES AS FOLLOWS:

a. SIZES 20 AND 24 AT 3000 psi
b. SIZE 28 AT 600 psi

5. SURFACE TEXTURE: SYMBOLS PER ANSI Y14.36; REQUIREMENTS PER ANSI/ASME B46.1. UNLESS OTHERWISE
SPECIFIED, MACHINED SURFACES TO BE 125 mnin Ra.

6. BREAK EDGES .003 TO .015 UNLESS OTHERWISE SPECIFIED.
DIMENSIONING AND TOLERANCING: ANSI Y14.5M

8. DIMENSIONS IN INCHES. UNLESS OTHERWISE SPECIFIED, TOLERANCES: LINEAR DIMENSIONS +.015.

/9/  EXAMPLE OF PART NUMBER:

S1ZE CODE,
TUBE SIZE IN
.062 INCREMENTS
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