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RATIONALE
THIS TECHNICAL REPORT IS BEING STABILIZED BECAUSE IT COVERS TECHNOLOGY, PRODUCTS, OR
= PROCESSES WHICH ARE MATURE AND NOT LIKELY TO CHANGE IN THE FORESEEABLE FUTURE.
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012 STABILIZED NOTICE
<t
2 THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY SAE G-3, AEROSPACE COUPLINGS, FITTINGS, HOSE,
TUBING ASSEMBLIES COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF

TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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FIGURE 1 - MALE FERRULE
TABLE 1 - DIMENSIONS AND WEIGHTS /6/
BASICNO.  NOM LB/EA LBEA LBJEA
AS4734 TUBE NOM  NOM  NOM
14/ SIZE A B D REF REF  REF
SIZECODE  REF REF +010 C  +010 E ALUM  CRES TI
08 500 622 739 500 464 478 .009 026 015
10 625 747 739 625 464 604 011 032 018
12 750 887 773 750  .489 729 016 045 025
16 1.000 1139 828 1000 .546 979 .022 061 035
20 1250  1.389  .828 1250 .546 1230  .027 075 043
24 1500  1.639  .828 1500 .546  1.480  .033 093 053
28 1750  1.889  .828 1750 .546  1.730  .038 108 062
32 2000 2142  .844 2000 559  1.980  .047 134 076
36 2250 2392 844 2250 559 2230  .053 150 085
40 2500 2642 844 2500 559 2481  .059 165 094
48 3.000 3142  .844 3000 559 2981  .070 198 112
56 3500 3642 .844 3500 559  3.483  .083 233 133
64 4000 4151 844 4000 559  3.983  .100 282 161
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