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NOTES:
1/ MATERIAL:

a. CODELETTERA-TYPE 6061-T6, T651 OR T6511 ALUMINUM ALLOY PER AMS-QQ-A-225/8, AMS 4080,
AMS 4082, AMS 4117, AMS 4128, AMS-QQ-A-200/8, ASTM B 211 OR WW-T-700/6.
b. CODELETTER C-TYPE 321 OR 347, CONDITION A, CORROSION RESISTANT STEEL PER AMS 5645,
AMS 5646, QQ-S-763, ASTM A 269, ASTM A 312 OR ASTM A 376.
c. CODELETTERT - TYPE CP-70, CONDITION A, COMMERCIALLY PURE TITANIUM PER AMS 4921 (MIL-T-9047).

2. HEAT TREATMENT:

a. MATERIAL CODE LETTER A - IF THE RAW MATERIAL IS PROCURED IN THE SOLUTION TREATED CONDITION,
AGE TO THE FINAL CONDITION PER AMS-H-6088 OR AMS 2770.

b. MATERIAL CODE LETTER C - NONE.

c. MATERIAL CODE LETTER T - NONE.

3. FINISH:

a. MATERIAL CODE LETTER A - NONE.
b.  MATERIAL CODE LETTER C - PASSIVATE PER AMS-QQ-P-35, TYPE VI OR VILI.
c. MATERIAL CODE LETTER T - NONE.

/4/  QUALIFICATION: PARTS SHALL BE QUALIFIED TO THE PROCUREMENT SPECIFICATION AS A COMPLETE
ASSEMBLY. USERS OF THIS STANDARD ARE ADVISED TO CONTROL SOURCE APPROVAL(S) BY STANDARD PAGE
SUPPLEMENT SHEETS OR SIMILAR MEANS.

/5/ IDENTIFICATION: MARK PER AS478-30 USING .062 in OR LARGER CHARACTERS. MARK AS A MINIMUM THE
MANUFACTURER’S NAME, TRADEMARK AND/OR CAGE CODE, COMPLETE “AS" NUMBER AND DATE OF
MANUFACTURE IN QUARTERS (1Q98 = FIRST QUARTER 1998). SIZES 12 AND SMALLER MAY BE INDIVIDUALLY
BAGGED WITH A TAG PER AS478-35D CONTAINING THE PREVIOUS INFORMATION.

/6/  OTHER DIMENSIONS AND TOLERANCES ARE SPECIFIED AND CONTROLLED BY THE SUPPLIER. THE SUPPLIER
IS RESPONSIBLE TO ENSURE COMPATIBILITY WITH THE ASSEMBLY AND COMPLIANCE WITH THE
REQUIREMENTS OF THE PROCUREMENT SPECIFICATION.

INVENTORIED PARTS CONFORMING TO THE PREVIOUS ISSUE MAY BE USED TO DEPLETION.

8. THE CHANGE BAR (|) LOCATED IN THE LEFT MARGIN IS FOR THE CONVENIENCE OF THE USER IN LOCATING
AREAS WHERE TECHNICAL REVISIONS, NOT EDITORIAL CHANGES, HAVE BEEN MADE TO THE PREVIOUS ISSUE
OF THIS SPECIFICATION. AN (R) SYMBOL TO THE LEFT OF THE DOCUMENT TITLE INDICATES A COMPLETE
REVISION OF THE DOCUMENT.

9. INTERPRETATION OF DRAWING PER ARP4296.

10. SURFACE TEXTURE: SYMBOLS PER ASME Y14.36; REQUIREMENTS PER ASME B46.1. UNLESS OTHERWISE
SPECIFIED, MACHINED SURFACES TO BE 125 pin Ra.

11. BREAK EDGES .003 TO .015 UNLESS OTHERWISE SPECIFIED.
12.  DIMENSIONING AND TOLERANCING PER ASME Y14.5M-1994.

13. DIMENSIONS IN INCHES. UNLESS OTHERWISE SPECIFIED, TOLERANCES: LINEAR DIMENSIONS +.005, ANGULAR
DIMENSIONS +0°30'.

14/ EXAMPLE OF PART NUMBER: AS4736 A 32
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