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AS4774A HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY.
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TABLE 2 - SIZES, LENGTHS, AND WEIGHTS

MAXIMUM MAXIMUM
HOSE INSIDE HOSE LENGTH HOSE LENGTH BODY WEIGHT, CUFF WEIGHT,
DIAMETER MINIMUM MAXIMUM LB/IN/IN DIA LB/IN DIA
4.00 TO 6.00 4.00 240.00 .0035 .010
6.25 TO 8.00 4.00 240.00 .0040 .014
8.25 TO 10.00 4.00 240.00 .0040 .015
10.25 TO 12.00 4.00 240.00 .bo4z .016

TABLE 3 - HOSE LENGTH INCREMENTS

L AVAILABLE L
HOSE LENGTH LENGTH
LENGTH INCREMENT TOLERANCE
4.00 TO 12.00 .25 +.25-.00
12.50 T0 24.00 .50 +.50-.00
24.50 TO 60.00 .50 +.75-.00
60.50 TO 96.00 .50 +1.00-.00

97.00 TO 144.00 1.00 +1.50-.00
145.00 TO 240.00 1.00 +2.00-.00

TABLE 4 - PITCH, NYLON HELIX

HOSE INSIDE DIAMETER P T MAX
4.00 TO 6.00 .240 TO .550 .150
6.25 T0 10.00 .370 TO .680 .150

10.25 T0 12.00 .430 TO 1.170 .210

NOTES:

1.
2.

MATERIAL: SILICONE-COATED FIBERGLASS FABRIC, EXTERNALLY BONDED ON NYLON HELIX REINFORCEMENT.
FINISH: AS MANUFACTURED, COLOR: RED.

3. MARKING: AS1501 AS APPLICABLE, INK JET OR PAD PRINT.
4, HOSE BENDABILITY IS NOT REQUIRED IN THE HELIX TERMINATION AREA.
/5/ RS THE MINIMUM BEND RADIUS THAT THE HOSE IS REQUIRED TO BEND UNIFORMLY, WHEN TESTED IN
ACCORDANCE WITH AS1501.
6. HOSE CUFF ENDS SHALL BE SUITABLE FOR INSTALLATION OVER A RIGID TUBE END WITH MS33660 TYPE “A”
BEADS, AND USING NAS1922 CLAMPS OR EQUIVALENT.
7. INNER AND OUTER SURFACE SHALL BE CLEAN TO FACILITATE SEALING AND HOSE INSTALLATION WITH
PRESSURE-SENSITIVE TAPE AND/OR CLAMPING.
/8/  JOINT LEAKAGE PER END, USING CLAMPS AS SPECIFIED IN AS1501.
9. DIMENSIONS IN INCHES. UNLESS OTHERWISE SPECIFIED, TOLERANCES: LINEAR DIMENSIONS +.010.
/10/  THIS PRODUCT SHALL BE QUALIFIED IN ACCORDANCE WITH AS1501. USERS OF THIS STANDARD ARE ADVISED
TO CONTROL SOURCE APPROVALS BY STANDARD PAGE SUPPLEMENT OR SIMILAR MEANS.
11.  REVISION A: ERROR CORRECTION IN PART NUMBER EXAMPLE 11.
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