FEDERAL SUPPLY CLASS
4730

RATIONALE

AS4825 HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY.
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NOTES:

/A/ MATERIAL CODE LETTER:
a. CODELETTERA - TYPE 1100-0, ANNEALED ALUMINUM SHEET PER AMS 4001.
b. CODELETTERN - TYPE 201, ANNEALED NICKEL SHEET OR STRIP PER AMS 5553.
2. HEAT TREATMENT:
a. ALUMINUM - BRIGHT ANNEAL TO FULL SOFT CONDITION AFTER FORMING PER AMS 2770.
b. NICKEL - AFTER FORMING, BRIGHT ANNEAL TO FULL SOFT CONDITION AT 1500 °F + 25 °F FOR 45 min
WITH FAN COOL DOWN. USE PROTECTIVE ATMOSPHERE TO RETAIN BRIGHTNESS. PYROMETRY
SHALL CONFORM TO AMS 2750.

3. CLEANING, PACKAGING, AND IDENTIFICATION: SURFACES OF PARTS SHALL BE FREE OF OIL, GREASE,
DIRT, AND OTHER FOREIGN MATERIALS. CAUTION: THESE PARTS ARE SOFT AND CAN BE EASILY
DEFORMED OR DAMAGED. PACKAGE TO PREVENT DAMAGE IN HANDLING OR SHIPPING. IDENTIFY
PACKAGE WITH MANUFACTURER’S NAME, TRADEMARK OR CAGE CODE, BASIC PART NUMBER AND
QUANTITY OF PARTS.

/4/  THIS PART IS INTENDED FOR USE WITH FLARELESS FITTING ENDS PER AS4375 OR SIMILAR FITTING ENDS
FOR POWER PLANT APPLICATIONS, FUEL SYSTEMS, GROUND SUPPORT AND TEST EQUIPMENT AND FOR
USE IN TESTING OF COMPONENTS. IT MAY BE USED FOR ONE TIME TEMPORARY REPAIR OF LEAKING
FITTING JOINTS IN SERVICE UNTIL THE JOINT CAN BE REWORKED OR REPLACED TO ELIMINATE THE
GASKET. IT IS INTENDED THAT THE GASKET SHALL BE ASSEMBLED IN A FITTING JOINT ONE TIME ONLY
AND, IF THE JOINT MUST BE DISASSEMBLED, A NEW GASKET SHALL BE USED UPON REASSEMBLY.

/5/ THESE PARTS ARE SOFT AND EASILY DEFORMED. THEREFORE, DIMENSIONS “A”, “B”, AND “C” SHALL NOT
BE CONFIRMED IN THE FREE STATE CONDITION. FUNCTIONALITY AND FIT MAY BE VERIFIED BY INSTALLING
THE GASKET ON A STANDARD FITTING END OF THE APPROPRIATE SIZE. AN OUT-OF-ROUND CONDITION,
WHICH DOES NOT PREVENT INSTALLATION OF THE SEAL, SHALL NOT BE CAUSE FOR REJECTION.

6. ASSEMBLY TORQUE TECHNIQUE: IN ORDER TO COMPENSATE FOR YIELDING OF THE GASKET, RE-TORQUE
THE NUT TO THE ORIGINAL TORQUE VALUE WITHIN 10 TO 15 s AFTER APPLICATION OF THE INITIAL
TORQUE.

77/ REVISIONS OF THIS DOCUMENT SHALL BE COORDINATED WITH SAE COMMITTEE E-25.

8. SURFACE TEXTURE: SYMBOLS PER ANSI Y14.36; REQUIREMENTS PER ANSI/ASME B46.1. UNLESS
OTHERWISE SPECIFIED, FORMED SURFACES TO BE 125 pin Ra.

9. DIMENSIONING AND TOLERANCING: ANSI Y14.5M

10. DIMENSIONS IN INCHES. UNLESS OTHERWISE SPECIFIED, TOLERANCES: LINEAR DIMENSIONS +.005,
ANGULAR DIMENSIONS t1°.
N1/ EXAMPLE OF PART NUMBER AS4825 A

SIZE CODE, TUBE SIZE
IN .062 INCREMENTS

BASIC PART NUMBER
MATERIAL CODE LETTER /1/
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