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AS4854A HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY.
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TABLE 1B — DIMENSIONS K-U AND WEIGHTS

BASIC NO. LB/EA LB/EA LB/EA
AS4854 APPROX APPROX APPROX

15/ REF REF REF

SIZE CODE K U COPPER ALUMINUM CRES
01 .500 .250 .069 .023 .0865
02 625 375 181 .060 A7
03 750 .500 147 .048 139
04 875 625 445 .146 420
06 1.000 750 602 198 .568
08 1.125 .875 1.144 376 1.080
10 1.250 1.000 1.745 574 1.648

NOTES:
1/ MATERIAL:

a. DASHAS CODE LETTER - TYPE 377 COPPER ALLOY FORGING PER ASTM B 124, OR HALF HARD
FORGING OR BAR PER ASTM B 138, OR BAR PER AMS 4614.

b. CODELETTER D -TYPE 2014-T6 ALUMINUM ALLOY FORGING PER AMS-QQ-A-367 OR AMS 4133, OR
TYPE 2024-T6 ALUMINUM ALLOY BAR PER AMS-QQ-A-225/6, OR TYPE 2024-T851 ALUMINUM ALLOY BAR
PER AMS-QQ-A-225/6 OR AMS 4339. /16/

c. CODELETTERJ-TYPE 304 CORROSION RESISTANT STEEL FORGING OR BAR PER AMS-QQ-S-763 OR

AMS 5639.

d. CODE LETTER K - TYPE 316 CORROSION RESISTANT STEEL FORGING OR BAR PER AMS-QQ-S-763 OR
AMS 5648.

e. CODELETTER R-TYPE 321 CORROSION RESISTANT STEEL FORGING OR BAR PER AMS-QQ-S-763 OR
AMS 5645.

f. CODE LETTER S - TYPE 347 CORROSION RESISTANT STEEL FORGING OR BAR PER AMS-QQ-S-763 OR
AMS 5646. /16/

g. CODELETTER W -TYPE 7075-T73 ALUMINUM ALLOY FORGING PER AMS-QQ-A-367 OR AMS 4141, OR
TYPE 7075-T73 ALUMINUM ALLOY BAR PER AMS-QQ-A-225/9, OR TYPE 7075-T7351 ALUMINUM ALLOY
BAR PER AMS 4124,

2. FINISH:
a. DASHAS CODE LETTER - CADMIUM PLATE PER AMS-QQ-P-416, TYPE Il, CLASS 3 OR NONE. /17/
b. MATERIAL CODE LETTER D — ANODIZE PER MIL-A-8625, TYPE Il, CLASS 2 OR AMS 2472, DYE BLUE.
c. MATERIAL CODE LETTER J - PASSIVATE PER AMS-QQ-P-35, TYPE VI OR VILI.
d. MATERIAL CODE LETTER K — PASSIVATE PER AMS-QQ-P-35, TYPE VI OR VII.
e. MATERIAL CODE LETTER R - PASSIVATE PER AMS-QQ-P-35, TYPE VI OR VII.
f.  MATERIAL CODE LETTER S - PASSIVATE PER AMS-QQ-P-35, TYPE VI OR VII.
g. MATERIAL CODE LETTER W — ANODIZE PER MIL-A-8625, TYPE Il, CLASS 2 OR AMS 2472, DYE BROWN

SIMILAR TO COLOR 10080 OF FED-STD-595.

13/ INTENDED USE: OXYGEN SYSTEMS AND GROUND SUPPORT EQUIPMENT ONLY. PARTS FOR OXYGEN
SYSTEMS SHALL BE IDENTIFIED IN THE PART NUMBER AS CODE “A” AND SHALL BE FURNISHED CLEANED,
PACKAGED, AND LABELED IN ACCORDANCE WITH AIR1176 TO A PROCESS APPROVED BY THE USER.

4.  WHEN MACHINED FROM BAR OR OVERSIZED FORGING, THE CENTER BODY DIMENSIONS SHALL CONFORM
TO AS1376, TABLE 7.

/5/ PROCUREMENT SPECIFICATION: AS4842 EXCEPT AS SPECIFIED ON THIS STANDARD. USERS OF THIS
STANDARD SHALL PROCURE THIS PRODUCT FROM ACCREDITED MANUFACTURER(S), OR ACCREDITED
DISTRIBUTOR(S), AS LISTED IN THE PERFORMANCE REVIEW INSTITUTE (PRI) QUALIFIED MANUFACTURERS
LIST (QML) FOR THIS TYPE OF PRODUCT.
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