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For more information on this standard, visit 
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RATIONALE 
 
THIS TECHNICAL REPORT IS BEING STABILIZED BECAUSE IT COVERS TECHNOLOGY, PRODUCTS, OR 
PROCESSES WHICH ARE MATURE AND NOT LIKELY TO CHANGE IN THE FORESEEABLE FUTURE. 
 

STABILIZED NOTICE 
 
THIS DOCUMENT HAS BEEN DECLARED “STABILIZED” BY SAE G-3, AEROSPACE COUPLINGS, FITTINGS, HOSE, 
TUBING ASSEMBLIES COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR 
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF 
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST. 
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FIGURE 1 – FITTING, ELBOW, 90°, PIPE, INTERNAL AND EXTERNAL THREAD 

TABLE 1A – DIMENSIONS A-H 

BASIC NO. 
AS4854 

/15/ 
SIZE CODE 

T THREAD 
PER 

AS71051 
ANPT 

 
A 

+.047 
-.000 

 
B 

+.047 
-.000 

 
 
 

C 

 
 
 

D 

 
E 

+.047 
-.000 

 
F 

+.047 
-.000 

 
 
 

H 
01  1/8 -27 .609 .859 .610-.628 .188 .641 .891 .578 
02  1/4 -18 .891 1.219 .797-.815 .281 .938 1.266 .781 
03  3/8 -18 .938 1.297 .923-.941 .406 1.000 1.359 .922 

         
04  1/2 -14 1.172 1.609 1.173-1.191 .531 1.297 1.734 1.156 
06  3/4 -14 1.344 1.734 1.355-1.380 .719 1.469 1.859 1.359 
08  1 -11 1/2 1.594 2.109 1.730-1.755 .938 1.719 2.234 1.688 

         
10  1 1/4 -11 1/2 1.750 2.250 2.136-2.166 1.250 1.906 2.375 2.063 

INACTIVE IN PART - SEE NOTE /16/ 
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