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RATIONALE
THIS TECHNICAL REPORT IS BEING STABILIZED BECAUSE IT COVERS TECHNOLOGY, PRODUCTS, OR
= PROCESSES WHICH ARE MATURE AND NOT LIKELY TO CHANGE IN THE FORESEEABLE FUTURE.
o
8 STABILIZED NOTICE
<
2 THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY SAE G-3, AEROSPACE COUPLINGS, FITTINGS, HOSE,
TUBING ASSEMBLIES COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF

TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST.
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FIGURE 1 - FITTING, NIPPLE, PIPE, EXTERNAL THREAD
TABLE 1 — DIMENSIONS AND WEIGHTS
BASICNO. T THREAD LB/EA LB/EA LB/EA
AS4860 PER APPROX  APPROX APPROX
14l AS71051 A REF REF REF
SIZE CODE ANPT +.031 B c D ALUMINUM COPPER _ CRES
01 1/8-27 969 391 428-.440 .199-.206 .009 027 025
02 1/4-18 1.438 594 615-.628 275-.283 024 072 .068
03 3/18-18 1.469 594 .740-.753 411-.424 .031 .093 .088
04 11214 1.844 766 .928-.941 498-.518 061 186 176
06 3/4-14 1.906 781 1.113-1.128  .717-736 082 249 235
08 11112 2313 969  1.363-1.380  .904-.924 146 444 419
10 11/4-111/2  2.344 984 1.738-1.755  1.248-1.264 199 606 572
INACTIVE IN PART - SEE NOTE /15/
AEROSPACE STANDARD
FITTING, NIPPLE, PIPE ASaseo ™ REV.
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