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1. SCOPE:

1.1 Type:
This procurement specification covers tubular-shaped, coiled spring pins made of a corrosion
resistant nickel base alloy of the type identified under the Unified Numbering System as
UNS NO7718.

1.2 Application:

Primarily to provide a spring pin constructed to resist reduction in pin diameter by means of spring
action.

1.3 Dimensions and Tolerances:
Unless otherwise specified herein, dimensions and tolerances are in inches.

2. REFERENCES:

2.1 Applicable Documents:
The following publications form a part of this specification to the extent specified herein. The latest
issue of SAE publications shall apply. The applicable issue of other publications shall be the issue in
effect on the date of the purchase order. In the event of conflict between the text of this document
and references cited herein, the text of this document takes precedence. Nothing in this document,

however, supersedes applicable laws and regulations unless a specific exemption has been
obtained.
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2.1.1 SAE Publications: Available from SAE, 400 Commonwealth Drive, Warrendale, PA 15096-0001.
AMS 5597 Sheet, Strip, and Plate, Alloy, 52.5Ni 19Cr 3.0Mo 5.1(Cb+Ta) 0.90Ti 0.50Al 18Fe,
Consumable Electrode or Vacuum Induction Melted, 1950 °F (1065 °C) Solution
Heat Treated

2.1.2 U.S. Government Publications: Available from DODSSP, Subscription Services Desk,
Building 4D, 700 Robbins Avenue, Philadelphia, PA 19111-5094.

QQ-P-35 Passivation Treatments for Corrosion Resistant Steel

2.1.3 ASTM Publications: Available from ASTM, 1916 Race Street, Philadelphia, PA 19103-1187.
ASTM D 3951 Commercial Packaging Practice
ASTM E 18 Rockwell Hardness and Rockwell Superficial Hardness of Metallic Materials
ASTM E 92 Vickers Hardness of Metallic Materials
ASTM E 140 Standard Hardness Conversion

2.1.4 ANSI Publications: Available from ANSI, 11 West 42nd Street, New York, NY 10036-8002.
ANSI/ASME B46.1 Surface Texture (Surface Roughness, Waviness, and Lay)

2.1.5 ASME Publications: Available from ASME, 345 East 47th Street, New York, NY 10017.

ASME B18.8.2 Taper Pins, Dowel Pins, Straight Pins, Grooved Pins, and Spring Pins (Inch
Series)

2.2 Definitions:
DEFECTIVE: A unit of product which contains one or more defects.

PRODUCTION INSPECTION LOT: Shall be all finished parts of the same part number, made from a
single heat of alloy, heat treated at the same time to the same specified condition, produced as one
continuous run, and submitted for vendor’s inspection at the same time.

2.3 Unit Symbols:

o

- degree, angular

°F - degree, Fahrenheit

Ibf - pound-force
3. TECHNICAL REQUIREMENTS:
3.1 Material:

3.1.1  Chemical Composition: Shall conform to AMS 5597.

Documents

Document Sharing Hub

Full document details: SAE AS4983A


http://www.avadocuments.com/doc/sae-as4983a
http://www.avadocuments.com/doc/sae-as4983a

