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THIRD ANGLE PROJECTION 

CUSTODIAN: G-3/G-3A 
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FEDERAL SUPPLY CLASS 
 

AS5072™/1 
REV. 

B 

PROCUREMENT SPECIFICATION: AS5072C 
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For more information on this standard, visit 
https://www.sae.org/standards/content/AS5072/1B/ 
 

 
 
 
 

RATIONALE 
 
THIS TECHNICAL REPORT IS BEING STABILIZED BECAUSE IT COVERS TECHNOLOGY, PRODUCTS, OR 
PROCESSES WHICH ARE MATURE AND NOT LIKELY TO CHANGE IN THE FORESEEABLE FUTURE. 
 

STABILIZED NOTICE 
 
THIS DOCUMENT HAS BEEN DECLARED “STABILIZED” BY SAE G-3, AEROSPACE COUPLINGS, FITTINGS, HOSE, 
TUBING ASSEMBLIES COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR 
CURRENCY. USERS ARE RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF 
TECHNICAL REQUIREMENTS. NEWER TECHNOLOGY MAY EXIST. 
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 FIGURE 1 - COUPLING

 FIGURE 2 - INSTALLATION ENVELOPE DIMENSIONS

NOTES:
1. THIS COUPLING ASSEMBLY SHALL BE QUALIFIED IN ACCORDANCE WITH PROCUREMENT SPECIFICATION

AS5072.  USERS OF THIS STANDARD ARE ADVISED TO CONTROL SOURCE APPROVAL(S) BY STANDARD
SHEET SUPPLEMENT SHEET OR OTHER MEANS.

2. OPERATING FLUID:  ETHYLENE/GLYCOL/WATER

3. PRESSURES:

a. OPERATING: 250 psig MAXIMUM (100 psig MAXIMUM FOR HALF WITH RELIEF VALVE)
b. PROOF:  375 psig (CONNECTED)
c. BURST:  750 psig (CONNECTED)
d. RELIEF VALVE:  CRACK = LESS THAN 200 psig
e. RELIEF VALVE:  RESEAT = 50 psig MINIMUM

4. TEMPERATURES:

a. STORAGE:  75 °F ± 20 °F
b. AMBIENT:  75 °F ± 20 °F
c. FLUID:  -40 TO 160 °F

5. FLOW RATE:

a. RATED:  .4 gpm
b. SURGE:  .8 gpm

6. PRESSURE DROP:  5 psig MAXIMUM AT .4 gpm
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