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Wire, Electrical, Polyvinyl Chloride Insulated, Polyvinylidene Fluoride
Jacket, Silver-Coated Copper Alloy Conductor, 600-Volt, 110°C
FSC 6145

RATIONALE

This document has been declared "Stabilized" by the SAE AE-8D wire and cable committee and will no longer be subjected
to periodic reviews for currency. Users are responsible for verifying references and continued suitability of technical
requirements. AS50861 users are recommended to use AS50861/1, /2, and /7. Polyvinyl chloride insulated wires are not
recommended for aerospace applications. See AS50881 recommended wire types.
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NOTICE

This document has been taken directly from U.S. Military Specification MIL-W-5086/6C and contains
only minor editorial and format changes required to bring it into conformance with the publishing
requirements of SAE technical standards. The initial release of this document is intended to replace
MIL-W-5086/6C. Any part numbers established by the original specification remain unchanged.

The original Military Specification was adopted as an SAE standard under the provisions of the SAE
Technical Standards Board (TSB) Rules and Regulations (TSB 001) pertaining to accelerated adoption
of government specifications and standards. TSB rules provide for (a) the publication of portions of
unrevised government specifications and standards without consensus voting at the SAE Committee
level, and (b) the use of the existing government specification or standard format.

Under Department of Defense policies and procedures, any qualification requirements and associated

qualified products lists are mandatory for DOD contracts. Any requirement relating to qualified products
lists (QPL’s) has not been adopted by SAE and is not part of this technical report.
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