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RATIONALE

AS5117 HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY.
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SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
SAE reviews each technical report at least every five years at which time it may be revised, reaffirmed, stabilized, or cancelled. SAE invites your written comments and suggestions.
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TABLE 1A - DIMENSIONS A-F (INCH)

BASIC NO.
AS5117 (MIN.
13/ COMPONENT A F
SIZE CODE SIZE) +010 B [ D E 015
01 25 25 334  452- 462 .110-.134 028  .555
02 30 30 350 .452- .462 .130-.154 .028  .595
03 35 35 395 .496- 510 .148-.182 .032 675
04 40 40 442  586- 600 .168-.206 .032 745
05 50 50 539  .694- 712 .210-.264 .032  .905
06 60 60 594  722- 742 250-.312 .040 1.005
07 70 70 660 .782- .806 .288-.364 .044 1.125
08 80 80 727 .842- 870 .328-.418 .052 1.245
09 90 90 823  948- 980 .370-.480 .060 1.405
10 1.00 1.00 937 1.066-1.102 .414-.546 072 1595
11 1.10 110 1.015 1.158-1.198 .454-.610 .076 1.725
TABLE 1A - DIMENSIONS G-L (INCH)
BASIC NO.
AS5117 (MIN.
RE COMPONENT H L
SIZE CODE SIZE) G +002 J K +3°
01 25 042 014 .124-.134 .360-420 39
02 30 042 014 .146-.156 .380-.440 43
03 35 048 016 .168-.182 .420-.480 44
04 40 048 016 .190-.204 .440- 500 45
05 50 060 020 .236-.254 .500-.580 47
06 60 066 022 .282-.302 .560-.640 49
07 70 072 024 .326-.350 .600-.680 49
08 80 078 026 .370-.398 .660-.740 50
09 90 090 .030 .416-.448 .720-.800 50
10 1.00 108 036 .468-.504 .800-.880 50
11 1.10 114 038 .512-.552 .860-.940 50
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