FEDERAL SUPPLY CLASS
>
w <
x NONCURRENT NOTICE
THIS SPECIFICATION HAS BEEN DECLARED “NONCURRENT” AS OF JANUARY 2001. IT IS RECOMMENDED,
THEREFORE, THAT THIS DOCUMENT NOT BE SPECIFIED FOR NEW DESIGNS.
0 EACH OF THESE “NONCURRENT” DOCUMENTS IS AVAILABLE FROM SAE.
—
To)
)
<

REAFFIRMED NONCURRENT 2001-01

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
SAE reviews each technical report at least every five years at which time it may be reaffirmed, revised, or cancelled. SAE invites your written comments and suggestions.

voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

-
<
[¢2]
[ee]
(o2}
—
[
zZ
L
@
@
-]
O
zZ
o
z
o
-
N
>
THIRD ANGLE PROJECTION [
@]
+ L
-]
- - - 99}
2
CUSTODIAN: SAE COMMITTEE AE-1 |
@ A = The Engineering Society AE ROS PAC E STAN DAR D R EV
Land Sea A ad Space, AS515 .
INTERNATIONAL ADAPTER 10" TO 5" BOLT CIRCLE SHEET.L OF 2 A t
400 Commonwealth Drive, Warrendale, PA 15096-0001 Oc u m e n cn
b~
Copyright 2001 Society of Automotive Engineers, Inc. - = Docu mérﬁ?cgﬁrgﬁﬁg Hub
All rights reserved.
TO PLACE A DOCUMENT ORDER: (724) 776-4970 FAX: (724) 776-0790 SAE WEB ADDRESS: http://www.sae.org

Full document details: SAE AS515A


http://www.avadocuments.com/doc/sae-as515a
http://www.avadocuments.com/doc/sae-as515a

REV.
A

.421
401 DIA 12 HOLES

EQUALLY SPACED AND

LOCATED WITHIN .00%
OF TRUE POSITION IN
RELATION TO DIA F

SURFACE C
[Te) T SURFACE E
—
Lo DIA
2 a:oo pia 30° BASIC
g G 8345
8.995 g779
a3 MM bia 4188 aAsic
—1 - )]
430 P4
MIN PILOT
DEPTH

THREAD 375 UNF-3A SPEC
MIL-$-7742.6 STUDS . ALL
EXPOSED POSITIONS EQUALLY
SPACED & LOCATED WITHIN
.007 OF TRUE POSITION IN
RELATION TODIA H

—{|e— . 0860 MAX ROUND OR CHAMFER

1!
SEE ENLARGED—"/~

SECTION B-8 812 MIN FULL THREAD
. .2%0 /
ORING FOR SEALING 1040 —— 3% AL
1000
430 7 > SURFACE AROUND
AT MTG HoLEs 000 RAD MAX / MOUNTING HOLES
/ (688 DIA MIN) SHALL
020 x 4t %/ N nEELATA PanalLel
. g
1 WITHIN .004 FIR. &
SECTION A-A ) FREE OF PAINT
- .040 RAD / .020
32 » 010 AP
N
193
- L‘—.nu
— 312
—i. 410 LO—

ENLARGED SECTION B-B

STRENGTH: ADAPTER SHALL BE CAPABLE OF WITHSTANDING A MAXIMUM OVERHUNG MOMENT OF 100 LB-IN AND A MAXIMUM
ACCESSORY WEIGHT OF 100 LB.

CONCENTRICITY: DIAMETER H SHALL BE CONCENTRIC WITH DIAMETER F WITHIN .002 FIR,DIAMETER G SHALL BE
CONCENTRIC WITH DIAMETER F WITHIN .002 FIR.

SQUARENESS: DIAMETER H SHALL BE SQUARE WITH SURFACE E WITHIN .001 FIR PER INCH OF INDICATED DIA,
PARALLELISM: SURFACE C SHALL BE PARALLEL WITH SURFACE E AT 6.000 DIA WITHIN .v02 FIR.

SURFACE ROUGHNESS SYMBOL AS 291.

REMOVE ALL BURRS AND SHARP EDGES.

DIMENSIONS IN INCHES, UNLESS OTHERWISE SPECIFIED, TOLERANCES: DECIMALS * .010, ANGLES * 2°,
CASTING DIMENSIONS % ,031.

0 RING SIZE: .135 - .143 CROSS SECTION. 8.704 - B.7€¢4 I.D,

NOMINAL USE OF THIS ADAPTER IS TQ CONVERT AS470 DRIVE TO AS468 DRIVE TO ACCOMMODATE AS471 FLANGE.
WHEN THTS ADAPTER IS USED, THE PROTRUSION OF THE DRIVE SHAFT IN THE ACCESSORY MUST BE INC{EASED
.591 INCHES.

THIS IS A DESIGN STANDARD AND 1S NOT TO BE USED AS A PART NUMBER
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