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SECTION A-A

‘STRENGTH:

CONCENTRICITY:

CONCENTRIC WITH
SQUARENESS :
PARALLELISM: SURFACE C
SURFACE ROUGHNESS .SYMBOL

REMOVE ALL BURRS AND SHARP EDGES.

+

CASTTNG DIMENSIONS .031.

O RING SIZE:

.591 INCHES.
THIS IS A DESIGN STANDARD AND IS

'DIMENSTONS IN INCHES, UNLESS OTHERWISE SPECIFIED, TOLERANCES:

.135 - .143 CROSS SECTION.

ﬁ < . e 533 SURFACE AROUND MOUNTING HOLES .
o N 829 (.688 DIA. MIN) SHALL BE FLAT & /
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ENLARGED SECTION B-B

ADAPTER SHALL BE CAPABLE OF W!THSTANDTNG A MAXTMUM OVERHUNG MOMENT OF 2000 LB-IN AND A MAXIMUM
ACCESSORY WEIGHT OF 175 LB.

DIAMETER H SHALL BE CONCENTRTIC WITH DIAMETER F WITHIN .002 FIR, DIAMETER G SHALL BE

DIAMETER F WITHIN .002 FIR.

DIAMETER H SHALL BE SQUARE WITH SURFACE E WITHIN .001 FIR PER INCH OF INDICATED DIA.
SHALL BE PARALLEL WITH SURFACE E AT 9.000 DLA WITHIN .002 FIR.
AS 291.
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DECIMALS .010, ANGLES

8.704 - 8,764 I.D.

NOMINAL USE OF THIS ADAPTER IS TO CONVERT AS470 DRIVE TO AS469 DRIVE TO ACCOMMODATE AS 472 FLANGE.
WHEN THIS ADAPTER IS USED, THE PFROTRUSION OF THE DRIVE SHAFT IN THE ACCESSORY MUST BE INCREASED

NOT TO BE USED AS A PART NUMBER
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