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RATIONALE 
 
OPTIONAL MATERIAL SPECIFICATIONS ADDED TO 4130 AND 4140 MATERIALS. OPTIONAL ZINC-NICKEL FINISH PER 
MIL-PRF-32647 K16 ADDED. QML NOTE UPDATED TO CURRENT VERBIAGE. EXPLANATION OF IDENTIFICATION 
NOTCHES ADDED TO NOTE 6. NEW NOTES 17 AND 18 ADDED. 
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FIGURE 1 - FITTING, NUT 

Full document details: SAE AS5179D

http://www.avadocuments.com/doc/sae-as5179d
http://www.avadocuments.com/doc/sae-as5179d


 

 

AEROSPACE STANDARD 
AS5179™ 
SHEET 2 OF 4 
 

REV. 
D 

 

 
NUT, FITTING, PORT 

 

TABLE 1 - DIMENSIONS A-J 

BASIC NO. 
AS5179 

/16/ 
SIZE CODE 

(NOMINAL 
TUBE 
SIZE) 

T THREAD 
PER 

AS8879 
CLASS 3B A 

B 
MIN 

C 
±.005 

D 
±.005 

E 
±.010 

G 
MIN H 

J 
/8/ 

02   .125   .3125-24 UNJF .250   .563   .483 .037   .323 .032   .552-  .565 .092-.102 
03   .188   .3750-24 UNJF .250   .625   .546 .037   .385 .032   .615-  .628 .092-.102 
04   .250   .4375-20 UNJF .281   .688   .608 .042   .448 .032   .678-  .691 .092-.102 

           
05   .312   .5000-20 UNJF .281   .750   .670 .042   .510 .032   .740-  .753 .092-.102 
06   .375   .5625-18 UNJF .297   .813   .733 .042   .573 .032   .802-  .816 .092-.102 
08   .500   .7500-16 UNJF .344 1.000   .920 .042   .760 .032   .990-1.003 .113-.123 

           
10   .625   .8750-14 UNJF .391 1.125 1.045 .054   .885 .032 1.113-1.128 .140-.160 
12   .750 1.0625-12 UNJ .438 1.375 1.295 .054 1.073 .032 1.362-1.380 .140-.160 
16 1.000 1.3125-12 UNJ .438 1.625 1.541 .054 1.323 .027 1.613-1.630 .140-.160 

           
20 1.250 1.6250-12 UNJ .438 1.938 1.854 .054 1.635 .027 1.926-1.943 .140-.160 
24 1.500 1.8750-12 UNJ .438 2.188 2.104 .054 1.885 .027 2.172-2.198 .140-.160 
28 1.750 2.2500-12 UNJ .438 2.563 2.478 .054 2.260 .027 2.546-2.572 .140-.160 

           
32 2.000 2.5000-12 UNJ .438 2.813 2.728 .054 2.510 .027 2.797-2.823 .140-.160 

TABLE 2 - WEIGHTS 

BASIC NO. 
AS5179 

/16/ 
SIZE CODE 

(NOMINAL 
TUBE 
SIZE) 

LB/100 
APPROX 

REF 
ALUM 

LB/100 
APPROX 

REF 
CRES 

LB/100 
APPROX 

REF 
TI 

02   .125     .522     1.49         .827 
03   .188     .606     1.74         .963 
04   .250     .786     2.26     1.24 

     
05   .312     .882     2.53     1.40 
06   .375 1.04     3.00     1.66 
08   .500 1.61     4.63     2.55 

     
10   .625 2.16     6.21     3.43 
12   .750 3.65 10.5     5.77 
16 1.000 4.55 13.1     7.20 

     
20 1.250 5.72 16.5     9.09 
24 1.500 6.71 19.3 10.6 
28 1.250 8.26 23.8 13.1 

     
32 2.000 9.36 26.9 14.9 
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