FEDERAL SUPPLY CLASS
. 4730
>
W om RATIONALE
x
AS5182B HAS BEEN REAFFIRMED TO COMPLY WITH THE SAE FIVE-YEAR REVIEW POLICY.
~ 45°0'
9 +2°30' FOR SIZE 06 AND SMALLER —*
A +1°30' FOR SIZE 08 AND LARGER
< W MIN WALL THICKNESS
W le A - AT CENTER BODY SECTION7
<
m‘ v
(T) ACROSS
) FITTING END PADS
o g PER AS4396 . N _ g
T 2 STYLE S
£ Z —
) 2 - - =
5 2
Q. ©
a3 e
2 'g LOCATION OF
s, E IDENTIFICATION /5/
% © E
g8z 3
83 o FITTING END
a2 2L PER AS5132
o> 9 >
£ =
b w
5 c S FIGURE 1 - FITTING, ELBOW, 45°
5% z
§ £ 3 TABLE 1 — DIMENSIONS AND WEIGHTS
c .2 c
gg S
EE S BASIC NO. T THREAD LB/EA LB/EA LB/EA o
— =}
83 9 AS5182 (NOMINAL PER APPROX APPROX APPROX |&
o2 8 116/ TUBE AS8879 REF REF REF 8
g 2 2 SIZE CODE SIZE) CLASS 3A A B Y w AL cu STEEL a
e g 04 250 4375-20 UNJF 1445 1.711  .423-440 110 0284 .0865 0817 =
85 & 06 375 5625-18 UNJF 1586 1.742  .547-565  .120 .0469 143 135 T
g.g = 08 .500 .7500-16 UNJF ~ 1.852 1.774  .735-753  .150 .0991 .301 285 <
st 3 ¢
-
wg © 10 625 8750-14 UNJF 2070 1.820  .860-.878  .170 144 439 414
oo 43 12 750 1.0625-12 UNJ 2.305 1.852 1.047-1.065 .185 235 714 675 ©
g i g 16 1.000 1.3125-12UNJ 2414 1914 1.292-1.317 .205 .354 1.08 1.02 <
EE £ 20 1.250 1.6250-12 UNJ 2570 1.992 1.605-1.630 .240 601 1.83 1.72 a
= el
2g 2 24 1.500 1.8750-12 UNJ 2695 2058 1.855-1.880 .250 799 2.43 2.29 4
‘é g = E
og © 74
R g ©
£s %
.92 o
Bz < .
€8 » :
35 ¢ 8
2z o= Q
58 & 2
§ z2 ® THIRD ANGLE PROJECTION 2
° % §_ SAE values your input. To provide feedback ‘ 2]
= 2 : X S
o2 = on this Technical Report, please visit
2% 8 http://www.sae.org/technical/standards/AS5182B - KCD\ - /‘ -
c
8 N —
c —
& ; g CUSTODIAN: G-3/G-3B PROCUREMENT SPECIFICATION: /4/ AS4843/1
T T o
25 2 AEROSPACE STANDARD
3z ¢ | SAEA SAE AS5182 REV
s ¢ | e M=ACIOSPOace o . '
g % g An SAE International Group FITTINGIL_LEAI\_RBSgN'i'gSH’OBSUELKHEAD’ SHEET 1 OB:' B
2= 0 ocuments

Copyright 2013 SAE International .
All rights reserved. No part of this publication may be reproduced, stored in a retrieval system or transmitted, in any form or by any ri.eans, electicnic, B@@mm@mbﬁhm’,l ng Hub
recording, or otherwise, without the prior written permission of SAE.
TO PLACE A DOCUMENT ORDER:  Tel: 877-606-7323 (inside USA and Canada) Tel: +1 724-776-4970 (outside USA)
Fax: 724-776-0790 Email: CustomerService@sae.org SAE WEB ADDRESS: http://www.sae.org

Full document details: SAE AS5182B


http://www.avadocuments.com/doc/sae-as5182b
http://www.avadocuments.com/doc/sae-as5182b

NOTES:

"/

12/

14/

MATERIAL:

a. DASHAS CODE LETTER - LOW ALLOY STEEL FORGING OR BAR, TYPE 4130 STEEL FORGING OR BAR
PER AMS-S-6758 OR AMS 6370, OR TYPE 4140 PER AMS 6382. /2/

b. CODE LETTER B - TYPE 377 COPPER ALLOY FORGING PER ASTM B 124 OR AMS 4614, OR HALF HARD
FORGING OR BAR PER ASTM B 138.

c. CODELETTERD-TYPE 2014-T6 ALUMINUM ALLOY FORGING PER AMS 4133, OR TYPE 2024-T6
ALUMINUM ALLOY BAR PER AMS-QQ-A-225/6, OR TYPE 2024-T851 ALUMINUM ALLOY BAR PER
AMS-QQ-A-225/6 OR AMS 4339. /2/

d. CODELETTERJ-TYPE 304 CORROSION RESISTANT STEEL FORGING OR BAR PER AMS-QQ-S-763 OR

AMS 5639.

e. (CODELETTER K- TYPE 316 CORROSION RESISTANT STEEL FORGING OR BAR PER AMS-QQ-S-763 OR
AMS 5648.

f. CODE LETTER R - TYPE 321 CORROSION RESISTANT STEEL FORGING OR BAR PER AMS-QQ-3-763 OR
AMS 5645.

g. CODELETTER W —-TYPE 7075-T73 ALUMINUM ALLOY FORGING PER AMS 4141, OR TYPE 7075-T73
ALUMINUM ALLOY BAR PER AMS-QQ-A-225/9, OR TYPE 7075-T7351 ALUMINUM ALLOY BAR PER
AMS 4124, /2/

HEAT TREATMENT:

a. DASHAS CODE LETTER - SEE HARDNESS REQUIREMENT PER PROCUREMENT SPECIFICATION.

b. MATERIAL CODE LETTERS D AND W — SEE ELECTRICAL CONDUCTIVITY AND HARDNESS REQUIREMENT
PER PROCUREMENT SPECIFICATION.

c. OTHER MATERIAL CODE LETTERS - NONE.

FINISH:

a. DASH AS CODE LETTER - CADMIUM PLATE PER AMS-QQ-P-416, TYPE Il, CLASS 2, DYE BLACK AND COAT
WITH A LIGHT FILM OF OIL PER PROCUREMENT SPECIFICATION. /15/

b. MATERIAL CODE LETTER B — CADMIUM PLATE PER AMS-QQ-P-416, TYPE Il, CLASS 3 OR NONE. /15/

c. MATERIAL CODE LETTER D:

1. ANODIZE PER AMS 2472 OR MIL-A-8625, TYPE II, CLASS 2, DYE BLUE, DUPLEX SEAL PER
PROCUREMENT SPECIFICATION.

2. D CODE PARTS TO BE COATED WITH HIGH PURITY ALUMINUM ONLY WILL HAVE THE FINISH CODE
LETTER *“V" AFTER THE SIZE CODE IN THE PART NUMBER. THE FINISH WILL BE: COAT WITH HIGH
PURITY ALUMINUM PER MIL-DTL-83488, CLASS 3, TYPE Il WITH MAXIMUM COATING THICKNESS OF
.0005. GLASS BEAD PEEN PRESSURE SHALL BE 25 psi MAXIMUM.

MATERIAL CODE LETTER J — PASSIVATE PER AMS-QQ-P-35, TYPE VI OR VII.

MATERIAL CODE LETTER K - PASSIVATE PER AMS-QQ-P-35, TYPE VI OR VII.

MATERIAL CODE LETTER R — PASSIVATE PER AMS-QQ-P-35, TYPE VI OR VII.

MATERIAL CODE LETTER W:

1. ANODIZE PER AMS 2472 OR MIL-A-8625, TYPE I, CLASS 2, DYE BROWN, DUPLEX SEAL PER
PROCUREMENT SPECIFICATION.

2. W CODE PARTS TO BE COATED WITH HIGH PURITY ALUMINUM ONLY WILL HAVE THE FINISH CODE
LETTER V" AFTER THE SIZE CODE IN THE PART NUMBER. THE FINISH WILL BE: COAT WITH HIGH
PURITY ALUMINUM PER MIL-DTL-83488, CLASS 3, TYPE Il WITH MAXIMUM COATING THICKNESS OF
.0005. GLASS BEAD PEEN PRESSURE SHALL BE 25 psi MAXIMUM.
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PROCUREMENT SPECIFICATION: AS4843/1 EXCEPT AS SPECIFIED ON THIS STANDARD. USERS OF THIS
STANDARD SHALL PROCURE THIS PRODUCT FROM ACCREDITED MANUFACTURER(S), OR ACCREDITED
DISTRIBUTOR(S), AS LISTED IN THE PERFORMANCE REVIEW INSTITUTE (PRI) QUALIFIED MANUFACTURERS
LIST (QML) FOR THIS TYPE OF PRODUCT.

AEROSPACE STANDARD

Full document details: SAE AS5182B

QAFE SAE AS5182 .

“Aerospace FITTING, ELBOW, 45°, BULKHEAD, . REV

An SAE International Group FLARED TO HOSE SHEET ZB% u nn eﬁts
=% Document Sharing Hub



http://www.avadocuments.com/doc/sae-as5182b
http://www.avadocuments.com/doc/sae-as5182b

