FEDERAL SUPPLY CLASS
>
w <
x NONCURRENT NOTICE
THIS SPECIFICATION HAS BEEN DECLARED “NONCURRENT” AS OF JANUARY 2001. IT IS RECOMMENDED,
THEREFORE, THAT THIS DOCUMENT NOT BE SPECIFIED FOR NEW DESIGNS.
© EACH OF THESE “NONCURRENT” DOCUMENTS IS AVAILABLE FROM SAE.
—
To)
)
<

REAFFIRMED NONCURRENT 2001-01

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
SAE reviews each technical report at least every five years at which time it may be reaffirmed, revised, or cancelled. SAE invites your written comments and suggestions.

voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

-
<
[¢2]
[ee]
(o2}
—
[
zZ
L
@
@
-]
O
zZ
o
z
N
-
[92]
>
THIRD ANGLE PROJECTION [
@]
+ L
-]
- - - 99}
=1 B
CUSTODIAN: SAE COMMITTEE AE-1 |
P — AEROSPACE STANDARD REV
M S s aad Space, AS518 .
INTERNATIONAL DRIVE ACCESSORY 3.000 PILOT DIAMETER - QAD SHEET.L OF 2 A t
400 Commonwealth Drive, Warrendale, PA 15096-0001 Oc u m e n cn
b~
Copyright 2001 Society of Automotive Engineers, Inc. - = Docu mérﬁ?cgﬁrgﬁﬁg Hub
All rights reserved.
TO PLACE A DOCUMENT ORDER: (724) 776-4970 FAX: (724) 776-0790 SAE WEB ADDRESS: http://www.sae.org

Full document details: SAE AS518A


http://www.avadocuments.com/doc/sae-as518a
http://www.avadocuments.com/doc/sae-as518a

< 3002 OIRECTION OF ROTAT/ON
SS5aMIN bIOT D/ART 39S TO . 430 MIN DEPTH FACING BAD
2.0.crimoeB82 spLNE sHaLL RUN

REV.

S B> ) CONCENTRICALLY WITH '#“DIA TG .30

093 R —— 230 MIN DESTH WITHIN Q06 FIR
MTG FACE SHALL 8E SQUARE WITH R.D.
—~ pe—./88 REF CYLINDER OF SPLINE WITHIN .QQ/
/25 R MIN ——\ FIR/IN.QF INDICATED OIA
RAD . 329 Dra DOWEL HOLE TO 2/18
L]
\\ 7] N /“‘—ff.’- 32 2.3/12 D14 MAX Ni/N DEPTH LOCATED 165 *
v COUNTER -CLOCKWISE FROM 0OIL

QlL SEAL,TYPE SUPPLY HOLE

/‘/- QPT/ONAL

AS518
N

r?-:i ;;.3
7 2 't W\
// / 7 N
©60 R — f 4.580
GAGE
o114 5.604 O/A
63
4.300 DiA 7.
: 4.700
TRUE TAPER [+=3/0 2.049) DIA
%IATS/D‘ s e MIN CLEARANCE DIATO
REMOVE CLAMP EXCEPT
l /? AT LATCH AREA
0202 42{2 1% °8ASIC 1.687 R BASIC
APPROX OIL SUPPLY HOLE LOCATE WITHIN
005 OF BAS/C POS/TION SMHOWN 3.075 DIA
[
SEE AS 468 SHEET 2 FOR SPLINE
430 MIN —= - SIZES & DETAILS
DRIVE TYPE
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WHERE AN X APPEARS, THE OVERHUNG MOMENT AND WEIGHT ARE TYPICAL AND PREFERRED.
THE OVERHUNG MOMENT AND WEIGHT WILL BE DESIGNATED BY A DASH NUMBER IN THE DRIVE CALLOUT PER ABOVE TABULATION. EXAMPLE
AS 513-BV-2 IS 85 HP DRIVE WITH 500 LB-IN. MOMENT AND 75 LB. ACCESSORY WEIGHT.

SPEED: TYPE AV THROUGH FV DRIVES SHALL BE 7700 + 200 RPM, TYPES GV AND HV 9800 + 200 RPM WHEN POWER SOURCE IS OPERATING AT
MAX POWER SOURCE SPEED.

TYPE 6C DRIVES SHALL BE 6000 (CONSTANT) RPM FROM GROUND IDLE TO MAX POWER SOURCE SPEED.
TYPE 8C DRIVES SHALL BE 8000 (CONSTANT) RPM FROM GROUND IDLE TO MAX POWER SOURCE SPEED.

STRENGTH: TYPE V DRIVES SHALL BE CAPABLE OF DELIVERING RATED POWER CONTINUOUSLY FROM GROUND IDLE TO MAXIMUM POWER
SOURCE SPEED. THEY SHALL ALSO WITHSTAND A STATIC TORQUE EQUIVALENT TO FIVE (5) TIMES RATED POWER AT GROUND IDLE SPEED
WITHOUT FAILURE OR PERMANENT DEFORMATION. THIS STATIC TORQUE VALUE SHALL BE SPECIFIED IN THE POWER SOURCE MODEL
SPECIFICATION. THE CONTINUOUS AND STATIC TORSIONAL STRENGTH OF THE TYPE C DRIVES SHALL BE SPECIFIED IN THE POWER SOURCE
OR CONSTANT SPEED TRANSMISSION (DRIVE) MODEL SPECIFICATION.

OIL SUPPLY HOLES: DOWEL AND OIL SUPPLY HOLE FOR SUPPLYING OIL TO ACCESSORY SHALL NOT BE PROVIDED UNLESS SPECIFIED IN THP
POWER SOURCE MODEL SPECIFICATION. WHEN SO SPECIFIED, THE AVAILABLE OIL PRESSURE AND FLOW SHALL BFE STATED IN THE MODEL
SPECIFICATION WITH ONE HOLE LOCATION SHOWN ABOVE, SIZE OF OIL SUPPLY & RETURN HOLES, IF REQUIRED, SHALL BE SHOWN ON THE
POWER SOURCE INSTALLATION DRAWING. PLUGS SHALL BE FURNISHED FLUSH OR BELOW PAD SURFACE.

OIL LEAKAGE OUT OF DRIVE SHALL NOT EXCEED 3 CC PER HOUR.

DRAIN HOLE: OVERBOARD DRAIN SHALL BE PROVIDED FROM BOTTOM OF DRIVE CAVITY.

COVER, AS SHALL BE FURNISHED ON THIS DRIVE WHEN SPECIFIED IN POWER SOURCE MODEL SPECIFICATION.

REMOVE ALL BURRS AND SHARP EDGES.

DIMENSIONS IN INCHES. UNLESS OTHERWISE SPECIFIED, TOLERANCES: DECIMALS + .010, ANGLES + 2°.

ACCESSORY SPACE: SPACE AVAILABLE FOR ACCESSORIES SHALL BE AS SHOWN ON THE INSTALLATION DRAWING.

NOMINAL USE: THE NOMINAL USE OF THE VARIABLE SPEED TYPE DRIVES IS TO DELIVER POWER TO VARIABLT SPEED ACCESSORIES OR CON-
STANT SPEED TRANSMISSIONS. THE NOMINAL USE OF THE CONSTANT SPEED TYPE DRIVES IS TO DELIVER POWER TO CONSTANT SPEED
ACCESSORIES. HIGH SPEED FLUID POWER PUMPS MAY BE USED ON TYPE AV THROUGH FV DRIVES WITH TORQUE VALUES SPECIFIED IN
THE POWER SOURCE MODEL SPECIFICATION.

SURFACE ROUGHNESS SYMBOL \J~ AS 291.
THIS IS A DESIGN STANDARD AND IS NOT TO BE USED AS A PART NUMBER.
FOR DETAILS OF QAD FLANGE ACCESSORY, SEE AS 522. FOR DETAILS OF QAD CLAMP, SEE AS 546 OR 527
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