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TABLE 1B - DIMENSIONS AND WEIGHTS

BASIC NO. LB/EA LB/EA LB/EA
AS5241 APPROX APPROX APPROX
114/ REF REF REF
SIZE CODE w AL STEEL I

03 100 10245 0703 10388
04 110 .0334 .0959 .0529
05 120 0432 124 .0684
06 120 .0545 156 .0863
08 150 116 332 183
10 170 173 497 274
12 185 267 768 424
16 205 .386 1.11 612
20 240 661 1.90 1.05
24 250 852 2.45 1.35
32 350  1.91 5.49 3.03

NOTES:

NOTICE

THIS DOCUMENT REFERENCES A PART WHICH CONTAINS CADMIUM AS A PLATING MATERIAL. CONSULT LOCAL OFFICIALS IF YOU
HAVE QUESTIONS CONCERNING CADMIUM'S USE.

/1] MATERIAL:
a. DASH AS CODE LETTER - TYPE 4130 ALLOY STEEL FORGING OR BAR PER AMS6370. /2/

b. CODE LETTER D - TYPE 2014-T6 ALUMINUM ALLOY FORGING PER AMS4134; OR TYPE 2024-T6 ALUMINUM ALLOY BAR PER
AMS4339 OR AMS-QQ-A-225/6; OR TYPE 2024-T851 ALUMINUM ALLOY BAR PER AMS-QQ-A-225/6. /2/

c. CODELETTER J-TYPE 304 CORROSION RESISTANT STEEL PER AMS5639.

d. CODE LETTERK - TYPE 316 CORROSION RESISTANT STEEL PER AMS5648.

e. CODELETTERR-TYPE 321 CORROSION RESISTANT STEEL PER AMS5645.

f. CODELETTERT - TYPE 6AL-4V TITANIUM ALLOY PER AMS4928.

g. CODELETTERYV - TYPE 15-5PH CORROSION RESISTANT STEEL BAR PER AMS5659. /2/

h. CODE LETTER W - TYPE 7075-T73 ALUMINUM ALLOY FORGING PER AMS4141; OR TYPE 7075-T7351 ALUMINUM ALLOY BAR
PER AMS4124; OR TYPE 7075-T73 ALUMINUM ALLOY BAR PER AMS-QQ-A-225/9. /2/

/2] HEAT TREATMENT:
a. DASH AS MATERIAL CODE LETTER - SEE HARDNESS REQUIREMENT PER PROCUREMENT SPECIFICATION.

b. MATERIAL CODE LETTERS D AND W - SEE ELECTRICAL CONDUCTIVITY AND HARDNESS REQUIREMENT PER
PROCUREMENT SPECIFICATION.

c. MATERIAL CODE LETTER V - HEAT TREAT TO CONDITION H-1075 PER AMS2759/3.

d. OTHER MATERIAL CODE LETTERS - NONE.
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