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THIRD ANGLE PROJECTION 

CUSTODIAN: G-3/G-3B 

 

 

R
E

V
. 

C
 

FEDERAL SUPPLY CLASS 
4730 

AS5242™ 
SHEET 1 OF 4 

REV. 
C 

PROCUREMENT SPECIFICATION: AS18280 /4/ 
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 SAE values your input. To provide feedback on this 
 Technical Report, please visit  
 http://standards.sae.org/AS5242C 

 

 
 

RATIONALE 
 

CORRECT DIMENSION A FOR SIZE 08 IN TABLE 1. 
 

 

FIGURE 1 - FITTING, ELBOW, 45° 

TABLE 1 

TABLE 1A – DIMENSIONS A, B AND V 

BASIC NO. 
AS5242 

/14/ 
SIZE CODE 

 
(NOMINAL 

TUBE 
SIZE) 

T THREAD 
PER 

AS8879 
CLASS 3A 

 
 

A 
±.023 

 
 

B 
±.023 

 
 
 

V 

03   .188   .3750-24 UNJF 1.351   .664   .360-  .377 
04   .250   .4375-20 UNJF 1.476   .726   .423-  .440 
05   .312   .5000-20 UNJF 1.476   .773   .485-  .502 
      

06   .375   .5625-18 UNJF 1.586   .836   .547-  .565 
08   .500   .7500-16 UNJF 1.836   .992   .735-  .753 
10   .625   .8750-14 UNJF 2.070 1.117   .860-  .878 
      

12   .750 1.0625-12 UNJ 2.273 1.289 1.047-1.065 
16 1.000 1.3125-12 UNJ 2.398 1.476 1.292-1.317 
20 1.250 1.6250-12 UNJ 2.429 1.601 1.605-1.630 
      

24 1.500 1.8750-12 UNJ 2.445 1.789 1.855-1.880 
32 2.000 2.5000-12 UNJ 2.601 2.226 2.542-2.572 
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TABLE 1B – DIMENSION W AND WEIGHTS 

BASIC NO. 
AS5242 

/14/ 
SIZE CODE 

 
 
 

W 

LB/EA 
APPROX 

REF 

AL 

LB/EA 
APPROX 

REF 

STEEL 

LB/EA 
APPROX 

REF 

TI 

03 .100   .0197   .0566   .0312 
04 .110   .0266   .0762   .0421 
05 .120   .0341   .0980   .0540 
     

06 .120   .0433   .124   .0686 
08 .150   .0922   .265   .146 
10 .170   .137   .349   .218 
     

12 .185   .216   .621   .343 
16 .205   .316   .905   .500 
20 .240   .535 1.53   .846 
     

24 .250   .707 2.03 1.12 
32 .350 1.61 4.62 2.55 

 
NOTES 
 

NOTICE 
 

THIS DOCUMENT REFERENCES A PART WHICH CONTAINS CADMIUM AS A PLATING MATERIAL. CONSULT LOCAL OFFICIALS IF YOU 
HAVE QUESTIONS CONCERNING CADMIUM'S USE. 
 
/1/ MATERIAL: 
 

a. DASH AS CODE LETTER - TYPE 4130 ALLOY STEEL FORGING OR BAR PER AMS6370. /2/ 
 
b. CODE LETTER D - TYPE 2014-T6 ALUMINUM ALLOY FORGING PER AMS4134; OR TYPE 2024-T6 ALUMINUM ALLOY BAR PER 

AMS4339 OR AMS-QQ-A-225/6; OR TYPE 2024-T851 ALUMINUM ALLOY BAR PER AMS-QQ-A-225/6. /2/ 
 
c. CODE LETTER J - TYPE 304 CORROSION RESISTANT STEEL PER AMS5639. 
 
d. CODE LETTER K - TYPE 316 CORROSION RESISTANT STEEL PER AMS5648. 
 
e. CODE LETTER R - TYPE 321 CORROSION RESISTANT STEEL PER AMS5645. 
 
f. CODE LETTER T - TYPE 6AL-4V TITANIUM ALLOY PER AMS4928. 
 
g. CODE LETTER V - TYPE 15-5PH CORROSION RESISTANT STEEL BAR PER AMS5659. /2/ 
 
h. CODE LETTER W - TYPE 7075-T73 ALUMINUM ALLOY FORGING PER AMS4141; OR TYPE 7075-T7351 ALUMINUM ALLOY BAR 

PER AMS4124; OR TYPE 7075-T73 ALUMINUM ALLOY BAR PER AMS-QQ-A-225/9. /2/ 
 
/2/ HEAT TREATMENT: 
 

a. DASH AS MATERIAL CODE LETTER - SEE HARDNESS REQUIREMENT PER PROCUREMENT SPECIFICATION. 
 
b. MATERIAL CODE LETTERS D AND W - SEE ELECTRICAL CONDUCTIVITY AND HARDNESS REQUIREMENT PER PROCUREMENT 

SPECIFICATION. 
 
c. MATERIAL CODE LETTER V - HEAT TREAT TO CONDITION H-1075 PER AMS2759/3. 
 
d. OTHER MATERIAL CODE LETTERS - NONE. 
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