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For more information on this standard, visit 
https://www.sae.org/standards/content/AS5259/5A/ 

 
 

RATIONALE 
 
FULL REVISION REQUIRED TO ADDRESS DIMENSIONS, WEIGHT, FINISH, AND MINOR TECHNICAL CHANGES AS 
NEEDED.  
 

NOTICE 
 
THE COMPLETE REQUIREMENTS FOR PROCURING THE PRODUCT DESCRIBED HEREIN SHALL CONSIST OF THIS 
DOCUMENT AND THE LATEST ISSUE OF AS5259. 
 

 
 

FIGURE 1 - BASIC CRIMPING TOOL WITHOUT DIES 
 

TABLE 1 - BASIC CRIMPING TOOL CONFIGURATION WITHOUT DIES 
 

PART NO. 

A  
MAX 

OPEN 
B  

MAX 

C  
MAX  

1/ 

D 
MAX 

1/ 

E 
MIN 

CLOSE 
F 

MAX 
M5259/5-01 11.75 15.25 1.25 2.25 5.5 2.55 

1/ DETAIL INTERFACE DIMENSIONS ARE SPECIFIED ON THE DIES (SEE 
TABLE 2 AND REFER TO AS5259/7). 
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(R) CRIMPING TOOL AND ACCESSORIES, HAND OPERATED, 
LIGHTWEIGHT, DIE TYPE, WIRE SIZE 8 TO 00 UN-INSULATED 

AND 8 THRU 2 INSULATED CRIMP BARRELS 
 

REQUIREMENTS: ALL REQUIREMENTS SHALL CONSIST OF THIS DOCUMENT AND THE LATEST ISSUE OF AS5259. 
 
1. CONFIGURATION: 
 

a. BASIC TOOL DIMENSIONS SHALL BE IN INCHES IN ACCORDANCE WITH TABLE 1 AND TOLERANCES SHALL BE ±.005 AND 
ANGLES ±1°.  

 
b. CONFIGURATION SHALL BE OPTIONAL WITHIN ENVELOPE DEFINED BY FIGURE 1.  
 
c. REMOVE ALL BURRS AND BREAK ALL EDGES. 
 
d. MAXIMUM WEIGHT WITH HEAVIEST DIE SPECIFIED IN TABLE 2 SHALL BE 6.0 POUNDS. 
 
e. MULTIPLE COMPRESSIONS OF THE HANDLE IS PERMITTED DEPENDING ON THE SIZE OF THE CRIMP BARREL. 

INSTRUCTIONS FOR MULTIPLE COMPRESSIONS SHALL BE INCLUDED IN THE SUPPLIER’S ASSEMBLY INSTRUCTIONS. 
 
f. HEAD SHALL BE RATED FOR MINIMUM OF 10000 PSI INPUT PRESSURE. HEAD SHALL GENERATE A MINIMUM OF 5.5 TONS 

OF FORCE AT THE DIE FACES WITH 10000 PSI INPUT PRESSURE. 
 
2. MATERIALS: 
 

a. TOOL HEAD SHALL BE A CORROSIVE-RESISTANT STEEL OR STEEL FINISHED WITH PAINT, PLATING, OR SURFACE 
TREATMENT TO MEET THE PERFORMANCE REQUIREMENTS OF AS5259.  

 
b. HANDLE GRIPS SHALL BE NON-SLIP COMPRESSIBLE PLASTIC OR RUBBER DESIGNED TO MEET THE PERFORMANCE 

REQUIREMENT OF AS5259. 
 

3. CORROSION TEST NOT REQUIRED. 
 
4. CRIMP DIES ARE IN ACCORDANCE WITH AS5259/7 (SEE TABLE 2 FOR DIE APPLICATIONS). 
 
5. INSPECTION GAGES IN ACCORDANCE WITH AS5259/6 (SEE TABLE 2 FOR GAGE APPLICATIONS). 
 
6. SUPPLIER NAME OR SYMBOL, SUPPLIER PART NUMBER, AND SAE PART NUMBER (M5259/5-01) IS REQUIRED ON THE TOOL 

(LOCATION OPTIONAL) SUPPLIER SYMBOL SHALL BE IN ACCORDANCE WITH AIR1351. 
 

  M5259  /5  -01 
I     I      I 
I     I      I____ BASIC TOOL DASH NUMBER (REFER TO AS5259/7 FOR CRIMP DIES) 
I     I________ DETAIL SPECIFICATION NUMBER 
I___________ PART NUMBER DESIGNATION (M) AND BASIC SPECIFICATION NUMBER 

 
7. UNLESS SPECIFIED IN A STORAGE CONTAINER (REFER TO AS5259), TOOL SHALL BE PROTECTED BY A CONTAINER WITH A 

HANDLE FOR CARRYING. CONTAINER SHALL BE LABELED WITH TOOL PART NUMBER. 
 
8. APPLICATIONS:  
 

a. GO/NO-GO GAGE INSPECTION RECOMMENDED AT PERIODIC INTERVALS. 
 
b. BASIC TOOL, DIES, AND GAGES ARE PROCURED SEPARATELY, BUT MAY ALL BE INCLUDED IN ONE STORAGE CONTAINER 

(REFER TO AS5259). 
 
c. REFER TO AS5259/4 FOR REMOTE HEAD VERSION OF THIS TOOL. 
 
d. CRIMPING IS LIMITED TO WIRE SIZES 8 THRU 2 FOR INSULATED TERMINALS AND 8 THRU 00 FOR UN-INSULATED 

TERMINALS AND CONTACTS. 
 
e. AS5259/5 TOOL DIES AND INSPECTION GAGES ARE SPECIFIED IN TABLE 2 FOR THE TERMINAL OR CONTACT 

APPLICATIONS REQUIRED BY THE COMPONENT SPECIFICATION. NOT ALL COMPONENT SPECIFICATIONS MAY BE LISTED. 
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