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SECTION A-A

OIL FLOW TO GENERATOR

OVERHUNG MOMENT| ACCESSCRY 600C NSTANT
DASH WEIGHT 35C _
NUMBER | LB.-IN. MAX. | Lb, ax. I [190 (1 20KVAY | u’sf; F GPM Max,
1 ;g 1

SEE SHEET 2 FCR SPLINE AND OIL TRANSFER CONNECTOR DETAILS.
THE IVERH™MG MOMENT AND WEIT VILL RE DESIGNATED BY A DASH NUMER IN THE DRIVE CALL-OUT PER ABOVE TABULATION.
SXAMPLE+ AS 53L-1 IS A 65 HP DRIVE WITH A 760 LB.-IN. MAX. OVERHUNG MOMENT AND A 115 LB. MAX. ACCESSORY WEIGHT,
SFEED: TYPE &C DRIVES SHALL BE 600C (CONSTANT) RPM FROM CROUND IDLE TQ MAXIKIM POFER SOURCE SPELD.
TYFE 8C DRIVES SHALL FE 8000 (CONSTANT) RPY FROM ROUND IDLE TO MAXIMIM POWER SOURCE SFEED.

NOMINAL USB: TS DELIVER POWER TO CONSTANT SPEED ACCESSORIES, BUT IS NOT INTENDED FOR AIRCRAFT ENGINE.
OIL TO GENERATOR: 1. TEMPERATURE 300° F MAXINUM.
2. FLOW: IRIVE SHALL SUPPLY F GPM AT ALL PRESSURES ZEIOW AND INCLUDING 150 PSIG.
3. RELIEF PRESSURE: 200 PSIG MAX - 150 PSIG MIN.
L+ EXHAUST FORT PRESSURE 25 PSIG MAX.
OIL SUPPLY HOLES MAY BEZ CMITTED WHEN SO SPECIFIED IN THE SYSTEM VODEL SPECIFICATION.
LOCATING PIN MAY BE OMITTED WHEN SO SPECIFIED IN THE SYSTEM MODEL SPECIFICATION.
HOLES FOR SUPPLYING AIR TO THE GENERATOR SHALL NOT BE PROVIDED UNLESS SPECIFIED IN THE SYSTEM MODEL SPECIFICATION.

PILOT "O" RING SIZE: CROSS SECTION, .135-,143; ID ACTUAL, 8,704 - 84764; OD NOMINAL, 9,000
FERRULE 0" RING SIZE: CROSS SECTION, .063 - .073; ID ACTUAL, 296 - +306; OD NOMINAL, .L38
VHEN PILOT SEAT IS NOT REQUIRED THE "O" RING MAY BE REMOVED.

COVER:s SHALL BE FURNISHED CN THIS DRIVE WHEN SPECIFIED IN POWER SOURGE MOIEL SPECIFICATION.
REMOVE ALL BURRS AMD SHARP EDGES. SURFACE RCUGHNESS SYMBOLS, AS 291 (AA)e

DIMENSIONS IN INCHES, UNLESS OTHERFISE SPECIFIED, TOLERANCES: [ECDMALS * .010, ANGES * 29,
FOR DETAILS OF FLANGE SEE AS 535.

#DRIVE END OF GENERATOR SHAFT TS SUPPORTED BY DRIVE SHAFT.

AIR PRESSURE AND FLOW AND SIZE OF AIR SUPFLY AND DRAIN HOLES SHALL EE SHOWN ON THE CGENERATOR INSTALLATION DRAWING.
PROVISIONS SHALL BE MADE FOR TRAINING OIL TO L.187 RAD MIN AND FOR DRAINING OIL FROM SLINGER AREA INDICATED ON SHEET 2.
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WHERF, AN X APPZARS THE DRIVE TYPE AND DASH NUMEER ARE TYPICAL AND PRE B

STRENGTH: THE DRIVES SHALL RE CAPAELE OF DELIVERING RATED POVER CONTINUOUSLY FROM GRCUND IDIE TC MAX POWER SOURCE SPEED.
THEY SHALL ALSC WITHSTAND A STATIC TORQUE BQUIVALENT TO FIVE (5) TIMES RATED PCWER AT GROUND IDLE SPEED WITHOUT FAILURE OR
PERMANENT DEFCRMATION. THE CONTINUOUS AND STATIC TORQUE VALUES SHALL EE SPECIFIED IN THE POWER SOURCE MODEL SPECIFICATION.

THE REQUIRED

THIS DRAFING COMPLETELY DEFINES THE DESIGN REQUIREMENTS. THIS IS A DESIGN STANDARD AND IS NOT TO BE USED AS A PART NUMBER.

SAE Technical Standards Board Rules provide that: “This report is published by SAE to advance the state of technical and engineering sciences. The use of this report is entirely
voluntary, and its applicability and suitability for any particular use, including any patent infringement arising therefrom, is the sole responsibility of the user.”

SAE reviews each technical report at least every five years at which time it may be reaffirmed, revised, or cancelled. SAE invites your written comments and suggestions.
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DETAIL D

DIA ¥E™ MUST BE CONCENTRIC WITH DIA “F® WITHIN .002 FIR.

A

1.145
~1.105

DETATI. B

SPLINE MUST EE CAPABLE OF OPERATING SATISFACTORILY WHEN A 002 BCCENTRICITY WITH DIAMETER F EXISTS.

OIA "G™ MUST BE CONCENTRIC WITH DIA “H™ WITHIN .002 FIR.

PREPARED BY SAE COMMITTEE AE-1, ENGINE ACCESSORY INSTALLATIONS

#DRIVE END OF GENERATOR SHAFT IS SUPPORTED BY IRIVE SHAFT.
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