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NOTICE

This document has been taken directly from U.S. Military Specification MIL-V-5379A, Amendment 1,
and contains only minor editorial and format changes required to bring it into conformance with the
publishing requirements of SAE technical standards. Any part numbers established by the original
specification remain unchanged and may not reflect the document number of the SAE Standard.

The original Military Specification was adopted as an SAE standard under the provisions of the SAE
Technical Standards Board (TSB) Rules and Regulations (TSB 001) pertaining to accelerated adoption
of government specifications and standards. TSB rules provide for (a) the publication of portions of
unrevised government specifications and standards without consensus voting at the SAE Committee
level, and (b) the use of the existing government specification or standard format.

Any material relating to qualified product lists has not been adopted by SAE. This material was part of
the original military specification and is reprinted here for historic reference only.

1. SCOPE:
1.1 This specification covers the general requirements for cabin air safety valves for use in pressurized

cabins of aircraft to prevent excess positive and negative pressures in the cabin and to provide a
means of cabin pressure release in case of emergency.
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2. APPLICABLE DOCUMENTS:

2.1  The following specifications, standards, drawings, and publications, of the issue in effect on date of

invitation for bids, form a part of this specification:

SPECIFICATIONS

Full document details: SAE AS5379A

Federal
QQ-P-416 Plating, Cadmium (Electrodeposited)
QQ-Z-325 Zinc, Plating (Electrodeposited)
Military

MIL-A-8625 Anodic-Coatings, for Aluminum and Aluminum Alloys

MIL-C-5015 Connectors, Electrical, “AN Type”

MIL-D-5028 Drawings and Data Lists: Preparation of Manufacturers’ (For Production
Aircraft, Guided Missiles, Engines, Accessories, and Other Auxiliary
Equipment)

MIL-E-5272  Environmental Testing, Aeronautical and Associated Equipment, General
Specification for

MIL-E-7894  Electric Power, Aircraft Characteristics of

MIL-1-6181 Interference Limits, Tests and Design Requirements, Aircraft Electrical and
Electronic Equipment

MIL-L-6082  Lubricating Oil; Aircraft-Engine

MIL-L-7808 Lubricating Oil, Gas Turbine, Aircraft

MIL-M-7969 Motors; Alternating Current, 400 Cycles, 115/200 Volt System, Aircraft,
General Specification for

MIL-M-8609 Motors, Direct-Current, 28-Volt System, Aircraft, General Specification for

MIL-P-5633 Packaging and Packing of Aircraft Material in Steel Shipping Containers

MIL-P-7105 Pipe Threads, Taper, Aeronautical National Form Symbol ANPT

MIL-R-5847 Rubber; Silicone, High and Low Temperature Resistant

MIL-R-6106 Relays, Electric, Aircraft

MIL-R-6855 Rubber; Synthetic, Sheet, Molded and Extruded, for Aircraft Applications

MIL-S-4040 Solenoid, Electrical, General Specification for

MIL-S-7742  Screw Threads, Standard, Aeronautical

STANDARDS

MIL-STD-129 Marking for Shipment and Storage

MIL-STD-130 Identification Marking of U. S. Military Property

MS33586 Metals, Definition of Dissimilar
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2.1 (Continued):
DRAWINGS
Air Force-Navy Aeronautical Standard Drawings
AN366 Nut - Plate, Non-Countersunk, 250°F
PUBLICATIONS
Air Force-Navy Aeronautical Bulletin
No. 143 Specifications and Standards; Use of
(Copies of specifications, standards, drawings, and publications required by contractors in
connection with specific procurement functions should be obtained from the procuring activity or as
directed by the contracting officer.)
3. REQUIREMENTS:

3.1 Preproduction sample:

Prior to beginning quantity production, preproduction samples shall be subjected to preproduction
testing. (See 4.3.1.)

3.2 Materials:
3.2.1 Metals: Metals shall be of the corrosion-resistant type, unless suitably protected to resist corrosion
during normal service life. The use of dissimilar metals shall be avoided whenever practicable, or

used in accordance with Standard MS33586.

3.2.2 Nonmagnetic materials: Nonmagnetic materials shall be used for all parts of the safety valve,
except where magnetic materials are essential.

3.2.3 Nonferrous materials: Nonferrous materials shall be used for all parts of the safety valve, except
where ferrous materials are essential.

3.2.4 Diaphragm: Any rubber compound employed in the diaphragm construction shall be basically
polychloroprene or silicone types, and shall conform either to Specification MIL-R-6855, type I, or
Specification MIL-R-5847.

3.2.5 Castings: Castings shall be of high-grade quality, clean, sound, and free from blowholes, porosity,
cracks, and any other defects.
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3.2.6 Protective treatment: When materials are used in the construction of the safety valves that are
subject to corrosion in salt air or other atmospheric conditions likely to occur during service usage,
they shall be protected against such corrosion in a manner that will in no way prevent compliance
with the performance requirements of this specification. The use of any protective coating that will
crack, chip, or scale with age or extremes of atmospheric conditions shall be avoided.

3.2.7 Selection of materials: Specifications and standards for all materials, parts, and Government
certification and approval of processes and equipment, which are not specifically designated
herein and which are necessary for the execution of this specification, shall be selected in
accordance with ANA Bulletin No. 143, except as provided in the following paragraph.

3.2.7.1 Standard parts: Standard parts (MS, AN, or JAN) shall be used wherever they are suitable for
the purpose, and shall be identified on the drawing by their part numbers. Commercial utility
parts such as screws, bolts, nuts, cotter pins, etc, may be used, provided they possess suitable
properties and are replaceable by the standard parts (MS, AN, or JAN) without alteration, and
provided the corresponding standard part numbers are referenced in the parts list and, if
practicable, on the contractor’s drawings. In the event there is no suitable corresponding
standard part in effect on date of invitation for bids, commercial parts may be used provided they
conform to all requirements of this specification.

3.3 Design and construction:

The cabin air safety valve shall combine three functions of cabin air pressure release. These
functions shall be positive pressure relief, negative pressure relief, and emergency pressure release.

3.3.1 Capacity: The rated capacity shall be as required in the detail specification.

3.3.1.1 Rated capacity shall be considered as the flow through the valve with the outlet at standard
conditions when the positive pressure differential is raised 0.25 inch Hg above an adjusted relief
setting of 7.0 inches Hg.

3.3.2 Positive pressure relief: One component of the valve shall prevent the differential air pressure
within the cabin from exceeding the ambient pressure by a differential great enough to
detrimentally affect the cabin structure.

3.3.2.1 Range of adjustment: The pressure relief function of the valve shall be settable to relieve at any
pressure differential between 2.5 and 10 psi.

3.3.2.1.1 Construction shall be such that operating parts cannot be damaged by excessive movement in
the adjusting mechanism.

3.3.2.2 Under all of the conditions of testing as contained in Section 4 of this specification, the cracking

point and pressure relief differential up to the rated capacity of the valve shall be maintained
within £0.30 inch Hg of the calibrated setting.
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