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RATIONALE

- THIS DOCUMENT HAS BEEN DETERMINED TO CONTAIN BASIC AND STABLE TECHNOLOGY WHICH IS NOT

E\ DYNAMIC IN NATURE.

N

g STABILIZED NOTICE

0

n THIS DOCUMENT HAS BEEN DECLARED "STABILIZED" BY THE SAE AS-3 FIBER OPTICS AND APPLIED PHOTONICS

< COMMITTEE AND WILL NO LONGER BE SUBJECTED TO PERIODIC REVIEWS FOR CURRENCY. USERS ARE

RESPONSIBLE FOR VERIFYING REFERENCES AND CONTINUED SUITABILITY OF TECHNICAL REQUIREMENTS.

NEWER TECHNOLOGY MAY EXIST.
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hermetic coated Quter Jacket
glass fiber

Silicone ETFE

Secondary Upjacket

Buffer

171.5 micron OD
polyimide coating

Braided Para-Aramid Fiber
Strength Member

FIGURE 1 - CABLE CONFIGURATION

1. Construction Description:

1.1 Optical Fiber Dimensions and Materials

Core Diameter: 100 pm = 3 um (0.0039 in = 0.00012 in)
Core Material: Graded Index Silica Glass

Cladding Diameter: 140 pm £ 2 um (0.0055 in + 0.00008 in)
Cladding Material: Silica Glass

Core to Cladding Ellipticity: 2% maximum

Core to Cladding Offset: 2 um maximum

Hermetic Coated: Yes

Coating Diameter: 171.5 ym £ 1 pm (0.00675 in + 0.00004 in)

0.66 Cpk with lower limit of 170.5 micron
Coating Material: Polyimide

1.2 Cable Dimensions and Materials

Secondary Buffer Diameter: 450 pm =25 um (0.0177 in £ 0.001 in)

Secondary Buffer Material: Silicone

Buffer Concentricity: 65% minimum

Upjacket Diameter: 900 pm £ 50 pum (0.0354 in + 0.002 in)

Upjacket Material: Ethylene-Tetrafluoroethylene Copolymer (ETFE)

Strength Member: Braided Para-Aramid Fiber

Yarn Size 380 Denier

Number of Ends 16

Braid Picks/Inch 14.5
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